
Structure Category Summary Table

0 1 2 3

Single Span Structures (Skew <25°) Clear Span (L) 0.90m < L < 5.00m 5.00m ≤ L < 20.00m 20.00m ≤ L ≤ 50.00m L > 50.00m

Earth Retaining Structures Retained Height (h) 0.50m < h < 2.50m 2.50m ≤ h < 7.00m 7.00m ≤ h < 14.00m h ≤ 14.00m

Buried Structures (> 1.00m cover) Clear Span (L) 0.90m < L < 3.00m 3.00m ≤ L ≤ 8.00m L > 8.00m -

Buried Structures (≤ 1.00m cover) Clear Span (L) - 0.90m ≤ L ≤ 8.00m L > 8.00m -

Single Span Arches Clear Span (L) 0.50m ≤ L < 3.00m 3.00m ≤ L < 6.50m 6.50m ≤ L ≤ 50.00m L > 50.00m

Multi-span Arches Clear Span (L) - 0.50m ≤ L < 6.50m 6.50m ≤ L ≤ 50.00m L > 50.00m

Chambers (Oversized Manholes) Internal Diameter (d) 1.25m < d ≤ 3.00m d > 3.00m - -

Rigid Pipes (> 1.00m cover) Internal Diameter (d) 0.90m < d < 3.00m 3.00m ≤ d ≤ 8.00m - -

Rigid Pipes (≤ 1.00m cover) Internal Diameter (d) - 0.90m ≤ d ≤ 8.00m - -

Notes:

This table shows a summary of the most common structure types. 

For full details of the structure categories, please see CG 300 and the NYC Application Annex. 

The TAA may require a higher or lower category where deemed appropriate.
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