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1. Craven Sites
Key to Sequential Test Results
Pass
Pass subject to further
consideration of the
site’s contribution to the
supply of minerals.

Site is not suitable or
would require an
Exception Test
demonstrated through a
Level 2 SFRA to
proceed.

Site Reference: WJP13 Halton East, near Skipton
Site Information
Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?
Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Currently a waste transfer station. This proposal is to extend
the use of the site from 2019 for 20 years.
Retention of waste transfer station with higher vehicle
numbers and hours of operation.
Less vulnerable
Site is in Flood Zone 1. 1/1000 year surface water flooding
(low risk) affects a negligible part of this site.
Site is in a km square identified as susceptible to Clearwater
and superficial deposit flooding across <25% of the area.
However, no additional risk factors are noted and this
development is above ground so is likely to be at a lower
risk.
0.85 ha
North west Yorkshire
Not applicable

Not applicable as only surface water flooding affects the site
which would not change its risk value during the lifespan of
this site.
Pass. Negligible flood risk so no alternative locations have
been reviewed.
No
No. Negligible flood risk so no alternative locations have
been reviewed.
A site specific flood risk assessment is not required as this
site is below 1ha.

Site Reference: WJP17 Skibeden, near Skipton
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Retention of Household Waste Recycling Centre for waste
transfer of household and some commercial waste.
Proposed date of commencement is 2015 and life of site is
unknown.
Retention of Household Waste Recycling Centre for waste
transfer of household and some commercial waste
Less vulnerable
Site is in Flood Zone 1. Medium risk surface water flooding
(1/100 years) affects less than 5% of this site. Low risk
(1/1000 years) affects a similar amount.
Site is in a km square identified as susceptible to Clearwater
and superficial deposit flooding across 25 to 50% of the
area. However, no additional risk factors are noted and this
development is above ground so is likely to be at a lower
risk.
0.39 ha
North west Yorkshire
Not applicable

It is possible low risk surface water flooding could become
medium risk, and medium risk could become high risk after
2055, if the site is still operational.
Pass
No
Two potential additional sites in Skipton with theoretical
waste management capacity were identified in the evidence
base (CRAV1 and CRAV2). However these sites are at
broadly similar or higher levels of Flood Risk with low risk
surface water flooding at one site and a small patch of Flood
Zone 3 and 2 at the other.
A site specific flood risk assessment is not required as this
site is below 1ha.

2. Hambleton Sites
Key to Sequential Test Results
Pass
Pass subject to further
consideration of the
site’s contribution to the
supply of minerals.

Site is not suitable or
would require an
Exception Test
demonstrated through a
Level 2 SFRA to
proceed.

Site Reference: MJP06 Langwith Hall Farm, east of Well
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

This is a proposed extension to an existing quarry for the
purposes of sand and gravel extraction. Proposal includes
diversion of the Ings Goit stream. Planning application
(NY/2011/0242/ENV) is awaiting determination for a similar,
but not identical area. An application (NY/2014/0271/ENV)
for the continuation of extraction from the existing site and
the retention of the plant site is also awaiting determination.
Proposed life of site is 4 to 5 years from 2016.
Extraction of sand and gravel
Water compatible
About 20% of this site is in Flood Zone 3 and 1 in 20 flood
plain data shows that a similar area is likely to be functional
floodplain. About 10 to 15% of the site is also subject to
surface water flooding, much of which is at a higher risk of 1
in 30 year flooding. However, as extraction is likely to
change the topography of the site where flooding occurs
across this site is likely to change as extraction progresses.
Strategic groundwater flooding maps show that most of the
site lies in a 1km square where 25% to 50% of the area has
conditions that might support superficial deposits flooding.
The southern tip of the site (about 5% of the area) is in a
1km square where greater than 75% of the area has
conditions that might support superficial deposits flooding.

Area of site
Relevant Local SFRA

1

A recent application which included this site showed that
extraction would take place below the water table which
during the maximum extent of the development would lie at
39m AOD (so that application stated that the site would be
wet worked)1. Working below the water table is a routine
element of sand and gravel extraction for many sites.
43.1 ha
Hambleton

Tarmac Ltd, 2011. Nosterfield Quarry Langwith House fm extension Volume V – Non-technical summary [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=8037 ]

Local Functional
Floodplain or 1 in 20/25
flood risk

In the Hambleton SFRA although Flood Zone 3 is defined as
being made up of 3 types of land, including functional
floodplain and undeveloped areas. These areas are not
mapped.
Our mapping shows about 20% of this site is in Flood Zone 3
and 1 in 20 flood plain data shows that a similar area is likely
to be functional floodplain.

Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Modelled Flood Outlines (+20%) in this area show that
climate change is likely to extend the area of Flood Zone 3.
However, as extraction is only likely to be for 4 to 5 years
from 2016, this is not thought to be a significant issue for this
site.
Pass (though from a flood risk perspective MJP17, MJP62
and MJP21 should be considered alongside this site).
No. This site is water compatible.
In terms of sand and gravel MJP07, MJP43, MJP21, MJP17,
MJP62 and MJP33 are all within 10km. MJP17, MJP62 and
MJP21 are at a lower or similar risk of flooding than this site,
while MJP07 and MJP33 are at a higher risk.
From a flood risk perspective MJP43, MJP17, MJP62 and
MJP21 should be considered alongside this site, though this
site is preferable to MJP07 and MJP33.
A site specific flood risk assessment should further consider
groundwater flooding and how SUDS can be used to drain
the site. Drainage of site should not increase flooding
elsewhere.
All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

Site Reference: MJP07 Oaklands, near Well
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

This is a proposed extension to an existing sand and gravel
quarry. Proposal includes diversion of the Ings Goit stream
and extraction would be by suction dredger with material to
be pumped by pipeline to the existing conveyor system for
transport to the existing processing plant. Proposed life of
site is 6 years from 2020-21 (to follow MJP06).
Extraction of sand and gravel
Water compatible
Flood Zone 3 travels through the centre of this site affecting
about half of its area. Much of this floods on a 1 in 20 year
return period, so is also probable functional floodplain. Flood
Zone 2 extends the area subject to flooding slightly.
About a third of the site is at a high (1/30yr) risk of surface
water flooding with a further 5% at medium (1/100yr risk).
Strategic groundwater flooding maps show that most of the
site lies in a 1km square where less than 25% of the areas
have conditions that might support Clearwater flooding.
About 25% of the site (the eastern part) lies in a 1km square
where 25% to 50% of the area has conditions that might
support superficial deposits groundwater flooding.
A recent application for a site immediately to the east of this
site showed that extraction would take place below the water
table which during the maximum extent of the development
would lie at 39m AOD (so that application stated that the site
would be wet worked)2. In addition, sand and gravel working
to the south of the site has been restored to water
suggesting that groundwater will be an issue at this site too.
Working below the water table is a routine element of sand
and gravel extraction for many sites.

Area of site

Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

44.6 ha (NOTE AT PREFERRED OPTIONS THE
WESTERN PART OF THIS SITE IIS PROPOSED FOR
EXCLUSION)
Hambleton
In the Hambleton SFRA although Flood Zone 3 is defined as
being made up of 3 types of land, including functional
floodplain and undeveloped areas. These areas are not
mapped.
Flood Zone 3 travels through the centre of this site affecting
about half of its area. Much of this floods on a 1 in 20 year
return period, so is also probable functional floodplain.

Climate change

2

Modelled Flood Outlines (+20%) show that climate change
would extend the area of Flood Zone 3 after 2025. This
would only just affect the site with a possible risk as the site

Tarmac Ltd, 2011. Nosterfield Quarry Langwith House Farm extension Volume V – Non-technical summary
[URL: https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=8037 ]

Sequential Test result

Exception Test Needed
Is there an alternative site?

is only likely to operate until 2027 at the latest.
Pass. From a flood risk perspective MJP06 should be
considered for allocation alongside this site, though this site
is preferable to MJP39 and MJP14.
No. This site is water compatible.
The following sand and gravel site options lie within 10km:
MJP06; MJP39 and MJP14. MJP06 has a lower overall flood
risk, while MJP14 and MJP39 have a higher flood risk.
From a flood risk perspective MJP06 should be considered
for allocation alongside this site, though this site is preferable
to MJP39 and MJP14.

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

A site specific flood risk assessment should further consider
groundwater flooding and how SUDS can be used to drain
the site. Drainage of site should not increase flooding
elsewhere. Climate change effects may also be of lesser
significance than stated in this assessment so a site specific
flood risk assessment may further clarify the potential for any
impacts.
All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

Site Reference: MJP33 Home Farm, Kirkby Fleetham
Site Information
Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

This is a new sand and gravel extension site. Proposed life
of site is 17 years from 2019.
Extraction of sand and gravel
Water compatible
This site is almost entirely within Flood Zone 3 and 1 in 20
flood risk data shows that much of this area is also probable
functional floodplain. The remainder of the site outside of
Flood Zone 3 (about 10%) is either Flood Zone 2 or would
be likely to flood as Flood Zone 3 after 2025 due to climate
change. A tiny area (<5%) is in Flood Zone 1.
Surface water flooding also affects small patches of this site,
with low (1/1000) to high (1/30) risk pools distributed across
the site, but covering >10%, with a concentration of medium
(1/100) risk north of the river. The distribution of surface
water flooding is highly likely to change during extraction.
Flood defences along the north western boundary of the site
may offer some protection (though the standard of protection
is not known).
This site lies across 4 separate 1km squares of differing
groundwater vulnerability according to the Environment
Agency’s ‘Areas Susceptible to Groundwater Flooding’ map.
The northwest of the site lies in area where 50 to 75 per cent
of the area has conditions that could support superficial
deposits flooding. The south west lies in an area where 25 to
50% of the area has conditions that could support superficial
deposits groundwater flooding. The north east lies in an area
where less than 25 per cent of the area has conditions that
might support Clearwater and superficial deposits flooding.
The south east part of the site (largely excluded at Preferred
Options) is in an area where between 25% and 50% of the
land have conditions that could support clearwater and
superficial deposits flooding.
A nearby site to the north of the river (at Kiplin Hall) has
shown that ‘generally the natural water table appears to lie
between the levels of 36 metres and 38 metres above
Ordnance Datum and therefore the depth to the water is
between 1 and 2 metres below the flat lying ground”3. With
this in mind it is thought that the site is likely to encounter
groundwater during extraction.
A scoping report for sand and gravel extraction at this site
suggests that ‘as a guide water strikes display a gradual
hydraulic gradient in the drift from 37.3m AOD in the west to

3

Steetley Quarry Products Limited, 1987, Proposed Extraction of Sand and Gravel and the Erection of
Processing Plan and associated facilities on land at Kiplin Hall, Scorton, North Yorkshire, part Hambleton, part
Richmondshire Districts North Yorkshire: Written Statement to Accompany Planning Application [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=1615 ]

Area of site

Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

31.5m AOD in the east. This represents an easterly
hydraulic gradient of 1 in 341”4. Again, this would suggest
the water table is just below the surface. Working below the
water table is a routine element of sand and gravel
extraction for many sites.
190 ha. (NOTE AT PREFERRED OPTIONS THE SOUTHEASTERN PART OF THIS SITE IS PROPOSED FOR
EXCLUSION
Hambleton
In the Hambleton SFRA although Flood Zone 3 is defined as
being made up of 3 types of land, including functional
floodplain and undeveloped areas. These areas are not
mapped.
This site is almost entirely within Flood Zone 3 and 1 in 20
flood risk data shows that much of this area is also probable
functional floodplain.
The remainder of the site outside of Flood Zone 3 (about
10%) is either Flood Zone 2 or would be likely to flood as
Flood Zone 3 after 2025 due to climate change. For surface
water flooding climate change is not taken into account in
this assessment for sites such as this one that are predicted
to finish prior to 2055.
MJP43 (lowest risk), MJP60, MJP17, MJP62 and MJP21 are
all at lower risk of flooding than this site. From a purely flood
risk perspective these site should be considered alongside
MJP33.
No
There are several sand and gravel sites within 10km. These
are MJP60, MJP21, MJP17, MJP62 and MJP43.
MJP43 (lowest risk), MJP60, MJP17, MJP62 and MJP21 are
all at lower risk of flooding than this site. From a purely flood
risk perspective these site should be considered alongside
MJP33.
A site specific flood risk assessment should further consider
the standard of protection and purpose of flood defences,
groundwater flooding and how SUDS can be used to drain
the site. Drainage of site / dewatering should not increase
flooding elsewhere. It will be critically important for a site of
this size to ensure that floodplain storage capacity is not lost.
All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

4

Aggregate Industries, 2008. Home Farm, Kirkby Fleetham, North Yorkshire: Town and Country Planning Act
(Environmental Impact Assessment) Regulations, 1999 (as amended) Regulation 10 (1) Scoping Report [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=5269 ]

3. Hambleton and Harrogate and Hambleton and Richmondshire
Sites
Key to Sequential Test Results
Pass
Pass subject to further
consideration of the
site’s contribution to the
supply of minerals.

Site is not suitable or
would require an
Exception Test
demonstrated through a
Level 2 SFRA to
proceed.

Site Reference: MJP14 Ripon Quarry, North Stainley
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sand and gravel as proposed extension to
existing quarry. Proposed life of site is 15 years (Pennycroft
and Thorneyfields – commencing in 2015/16) and up 4
years (Manor Farm West- commencing in 2018).
Possible restoration: Pennycroft and Thorneyfields: lake,
reed bed and wet woodland; Manor Farm West: to be
compatible with restoration of existing site which is to lakes,
agriculture, reed beds, wet grassland and woodland.
Pennycroft and Thorneyfields is subject to an application
(NY/2011/0429/ENV) which is awaiting determination.
Extraction of sand and gravel
Water compatible
Southern site is in Flood Zone 3, with modelled outline data
showing a 1 in 20 year flood risk across the site. Small
patches where there is a low to high risk of surface water
flooding occurring affect less than 5% of the site.
The northern site (Manor Farm West) is mainly in Flood
Zone 1, but approximately a quarter is in Flood Zone 2.
Flood Zone 3 and 1 in 20 modelled flood risk affect a tiny
part of the western boundary (<2% of the site). There is a
low to medium risk of surface water flooding in the north-east
corner of the site (<2% of the site).
The southern site lies across two km squares in the
Environment Agency’s Areas Susceptible to Groundwater
Flooding maps. The northern part of the southern site is in
an area identified as being susceptible to superficial deposits
flooding across 75% or more of the km square. The southern
part of the southern site is in a km square that is 50 to 75 per
cent at risk of superficial deposits flooding.
The northern site is in a km square in which 75% or greater
of the area is vulnerable to clearwater and superficial
deposits flooding.
According to the planning application for this site “in order to

facilitate mineral extraction, it is proposed to continue the
current practice of lowering the natural groundwater level by
dewatering. It is envisaged that the water table will be
lowered to around 8.6 m below ground level”5.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?

30.22 ha (Pennycroft and Thorneyfields)
6.2 ha (Manor Farm West
Hambleton and Harrogate (North-west Yorkshire SFRA)
In the Hambleton SFRA although Flood Zone 3 is defined as
being made up of 3 types of land, including functional
floodplain and undeveloped areas. These areas are not
mapped.
In the north west Yorkshire SFRA Flood zones 3b is defined
as undeveloped areas in Flood Zone 3.
Although this land is not defined as being at a 1 in 20 year
risk the southern site should be regarded as potentially being
in functional floodplain in line with the north-west SFRA.
Climate change could affects fluvial flooding in the northern
part of the site, making much of the area of Flood Zone 2
behave more like Flood Zone 3. However, the northern part
of the site will no longer be operational when climate change
is considered to increase the risk. Climate change effects on
surface water flooding are also not considered likely to be
evident during the period of operation of this site.
Pass if necessary to contribute to overall supply. This is
water compatible development. However, MJP06, MJP38
and MJP07 should also be considered alongside this site
from a flood risk point of view.
No
The following proposed sand and gravel sites are within 10
km of this site: MJP39, MJP38, MJP06 and MJP07.
In terms of overall flood risk MJP39 has the highest overall
risk, followed by this site. MJP06, MJP38 and MJP07 are at
lower risk6.

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

5

A site specific flood risk assessment has already been
submitted for this site which concluded that the site have an
evacuation plan be developed, that work stop during high
rainfall events, and that works will have little potential to
impact on the flows in the River Ure7.

Hanson Quarry Products Europe Limited, 2011. Extension to existing sand and gravel workings at Ripon
Quarry, North Stainley, North Yorkshire: Environmental Statement Non-Technical Summary [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=8225 ]
6
It should be noted that this is a draft strategic test of sites to inform potential allocations that does not have
a bearing the specific flood risk assessment provided with any planning application for the site.
7
Hafren Water, 2011. Flood Risk Assessment for Ripon Quarry Extension into Pennycroft Area [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=8225 ]

Site Reference: MJP21 Land at Killerby
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sand and gravel from a new extraction site.
Proposed life of site: Extraction would occur for an initial
period of 2 years, after which the remaining permitted
reserves at Ellerton Quarry would be extracted (5-6 years),
then the remainder of the Killerby reserves would be
extracted during a period of 14 years. The proposed
commencement date is 2020 -21. Possible restoration to
agriculture, marshland, lakes and woodland.
Extraction of sand and gravel
Water compatible
Using 2015 Flood Map data the north-east part of this large
site is in Flood Zone 3, and much of this area is also
susceptible to 1 in 20 fluvial flood risk. Further small patches
of Flood Zone 2 affect small patches of the site. Flood
defences are also evident in the north-east corner, though
the area is not shown as an area benefiting from flood
defences and the standard of protection is not clear. More
detailed modelling is available through the 2010 Flood Risk
Assessment for this site that showed that some protection is
afforded by flood defences8.
Small patches of low to high surface water flood risk affect
>5% of the site.
In terms of groundwater flooding site lies across 6 kilometre
squares on the ‘Areas Susceptible to Groundwater Flooding
Map’ all of which are areas that support superficial deposits
flooding (at varying rates from less than 25% of a km square
to 50 to 75% of a kilometre square), apart from the south
west corner which supports clearwater and superficial
deposits flooding (across less than 25% of the km square).
A planning application at this site was accompanied by a
Flood Risk Assessment that reported that “groundwater
levels across all 3 areas are in the range of 37 to 43m AOD
and range 1m to 9m below ground level” with Killerby East
being at high risk of groundwater flooding due to good
hydraulic connectivity with the river and Killerby West and
South being at low to moderate risk9.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

8

213 ha (of which 122 is proposed for extraction)
Hambleton and Richmondshire (North west Yorkshire SFRA)
In the Hambleton SFRA although Flood Zone 3 is defined as
being made up of 3 types of land, including functional
floodplain and undeveloped areas these areas are not
mapped and advice is not given on how to define them.
In the north west Yorkshire SFRA Flood zones 3b is defined
as undeveloped areas in Flood Zone 3.

Hafren Water, 2010. Flood Risk Assessment for Killerby Quarry, Catterick [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=7585]
9
Ibid

Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?

Much of the area in Flood Zone 3 is also considered to be at
a 1 in 20 flood risk. However, the presence of a flood
defence would mean that although the area could still flood
in a 1 in 20 event, more frequent events may benefit from
the flood defences, so the area behind the defence would
not be functional. This has been investigated through a
Flood Risk Assessment at the site which states that they are
in the form of an earth bank 1 to 2m high which reduces the
risk of fluvial flooding. This assessment also refers to a steep
bank above the mean stage level for the River Swale which
helps protect Killerby West.
As this site would be active beyond 2025, fluvial flooding
may increase in significance beyond 2025. This would
increase the area of Flood Zone 3 in areas that are mostly
coincidental with Flood Zone 2.
The site is not likely to be operational during the period when
climate change is expected to make surface water flooding
more significant.
Pass if necessary to contribute to overall supply. MJP43,
MJP60, MJP17 and MJP62 are at lower risk of flooding and
should be considered alongside this site from a flood risk
point of view. However, this site is water compatible so
would be appropriate at this location.
No
The following alternative sand and gravel proposed sites are
within 10km: MJP17, MJP33, MJP60, MJP43 and MJP62.
MJP43, MJP60, MJP17 and MJP62 are at lower risk of
flooding overall, while MJP33 is at a higher risk.

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

A Flood Risk Assessment has already been carried out for
this site.

Site Reference: MJP17 Land to the south of Catterick
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sand and gravel from a new extraction site.
Start date is not known though likely to be in the later part of
the plan period. The life of the site is unknown.
Restoration may include lake(s), fen, conservation
grassland, agriculture and woodland.
Extraction of sand and gravel
Water compatible
This site is in Flood Zone 1. Surface water flooding (low to
high risk) affects about 10% of the site. Ditches and small
streams on the site are the focal point for much of the
surface water flooding.
The site lies across 5 kilometre squares on the Environment
Agency’s ‘Areas Susceptible to Groundwater Flooding Map’,
4 of which have details of levels susceptibility to groundwater
flooding and one of which has no data. The kilometre square
at the extreme south of this site is susceptible to superficial
deposits flooding (25 to <50% of the kilometre square is
susceptible), while the km other squares are subject to
clearwater and superficial deposits flooding (25 to 50% in the
centre and <25% in the north-east), apart from a square
along the central eastern edge of the site which is
susceptible to clear water flooding (<25%).

Area of site

Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

102.1ha. FOLLOWING ADDITIONAL PLANNING
ASSESSMENTS THE WESTERN PART OF THIS SITE
HAS BEEN EXCLUDED.
Hambleton and Richmondshire (North west Yorkshire SFRA)
This site is in Flood Zone 1. It is not in functional floodplain.

Climate change would not affect the site in the latter part of
the plan period (though if the site is operational beyond 2055
surface water flooding would be at elevated risk).
Pass
No
The following alternative proposed sand and gravel sites are
within 10km: MJP21, MJP33, MJP60, MJP62 and MJP43.
This site is amongst the lowest risk group of sites (which
also include MJP60 and MJP43, although this site has a
marginally higher surface water flood risk). Other sites have
a higher flood risk.
A site specific flood risk assessment should further consider
groundwater flooding and how SUDS can be used to drain
the site. Drainage of site should not increase flooding
elsewhere. Diversion of ditches / streams on the site should
not increase flooding elsewhere.

4. Harrogate Sites
Key to Sequential Test Results
Pass
Pass subject to further
consideration of the
site’s contribution to the
supply of minerals.

Site is not suitable or
would require an
Exception Test
demonstrated through a
Level 2 SFRA to
proceed.

Site Reference: MJP04 Aram Grange
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sand and gravel from a new extraction site.
The date of commencement and life of site is unknown at
present. Submitter wishes to return the site to agriculture at
original levels.
Extraction of sand and gravel
Water compatible.
This site is mainly in Flood Zone 1. A small area of 1 in 20
flood risk follows a stream on site near the southern
boundary which is also in Flood Zone 2. Surface water
flooding (low to high risk) is distributed across the site and
affects about 5% of its area.
As a new site there is no data on current groundwater levels.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

Climate change

The site lies across 3 km squares on the Environment
Agency Areas Susceptible to Groundwater Flooding map. In
the south-west less than 25% is of the relevant km square
includes conditions that might support clearwater flooding; in
the north-west less than 25% is of the relevant km square
includes conditions that might support clearwater and
superficial deposits flooding; in the north east square less
than 25% of the area is susceptible to superficial deposits
flooding. Although generally this would suggest a low risk of
groundwater flooding, because this is a sand and gravel
extraction site superficial deposit flooding might be a risk.
Management of groundwater is a routine aspect of many
sand and gravel sites.
117.1ha
North west Yorkshire SFRA.
There is a small area of 1/20 flood risk following the stream,
that is currently in Flood Zone 2. There is therefore a
possibility that this may be a mapping anomaly. However,
taking a precautionary approach we have considered this as
potential functional floodplain.
Climate change may affect flooding on the stream after
2025, as indicated by the map. Extraction in this area would
need to divert the stream (and unless it can be disproved
that this is not functional floodplain would need to provide
compensation for loss of flood storage).

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

If the site operates beyond 2055 climate change could
elevate the risk of surface water flooding so that higher risk
areas extend into medium risk areas.
Pass
No, site is water compatible.
The following sand and gravel sites are within 10km of
MJP04: MJP14 and MJP51. This site has a lower flood risk
than both of these other sites (both of which have significant
areas of Flood Zone 3) despite this site having a very small
(and potentially avoidable) area of potential functional
floodplain).
A site specific FRA will need to investigate groundwater
flooding issues, and whether the area shown as 1 in 20 flood
risk is correct. Appropriate use of SUDS should also be
utilised to manage surface water, and this should not
increase the risk of flooding elsewhere. If the on-site stream
is to be diverted the alternative route of the stream will need
to be given special attention so it does not increase flood risk
elsewhere.

Site Reference: MJP51 Great Givendale, Ripon
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sand and gravel as an extension to existing
quarry. Estimated date of commencement is 2020 and the
proposed life of the site is 6 years. North part of site to be
restored to arable agriculture and south end to grazing
Extraction of sand and gravel
Water compatible
This site is largely (about 85%) in Flood Zone 3 (in an area
that coincides with historic flood outlines). The site also lies
in an area identified as being at 1 in 25 year flood risk
according to the Ripon Data Improvements Post Scheme
Modelled Flood Outline.
Small patches of the site are at medium risk of surface water
flooding. The site lies behind a flood defence (standard of
protection not known – though presumably some protection
is offered).
Site is mainly in a km square 25 to 50% of which has
conditions which support superficial deposits flooding. The
southern tip of the site is in a km square where 25 to 50% of
the area is potentially at risk from clearwater and superficial
deposit flooding. As a sand and gravel extraction site this
may mean that there is potential risk of some flooding from
superficial deposits in particular.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?

10

Extraction at the other side of the river associated with Ripon
City Quarry where dewatering operations take place10
suggesting groundwater would need to be managed.
Management of groundwater is a routine aspect of many
sand and gravel sites.
13.04ha
North west Yorkshire SFRA.
In the north west Yorkshire SFRA Flood Zone 3b is defined
as undeveloped areas in Flood Zone 3.
Although this land is not defined as being at a 1 in 20 year
risk the area of this site in Flood Zone 3 should be regarded
as potentially being in functional floodplain in line with the
north-west SFRA.
As this site is already in Flood Zone 3 with no Flood Zone 2,
climate change is unlikely to increase the level of flood risk.
Given the timescales of this site climate change will not
affect surface water flooding.
Pass if necessary to contribute to overall supply. From a
flood risk perspective MJP04 and MJP14 should be
considered alongside by this site.
No, site is water compatible
This site is within 10km of MJP04 and MJP14. This site has
a higher flood risk than each of these sites.

Aggregate Industries, 2013, Ripon City Quarry Scheme of Groundwater Monitoring {URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=8057 ]

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

From a flood risk perspective MJP04 should be allocated
ahead of this site, followed by MJP14 and this site (which
are broadly similar in terms of flood risk).
A site specific flood risk assessment would need to further
examine the issues of the standard of protection offered by
the flood defence, risk of groundwater flooding, emergency
evacuation procedures, and how SUDS could help manage
run off. It will be important that during times of flood there is
no net loss of flood storage (including when the site is
restored). Drainage of site should not increase flooding
elsewhere.
All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

Site Reference: MJP35 Ruddings Farm, Walshford
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sand and gravel from a new extraction site. The
date of commencement and life of site is unknown at
present. Possible restoration is unknown.
Extraction of sand and gravel
Water compatible.
About 2/3 of this site lies in Flood Zone 3 in an area that is
also shown as vulnerable to a 1 in 20 fluvial flood risk. Small
patches of surface water flooding (low to high risk) covering
about 5%.
Most of this site is in a km square where more than 75% of
the area is susceptible to clearwater and superficial deposits
groundwater flooding, with small parts of the fringes of this
site in 4 other km squares (the squares to the west and
southwest are susceptible to clearwater and superficial
deposits flooding, while the north and east squares are
susceptible to just clearwater flooding). As a sand and gravel
extraction site this may mean that there is potential risk of
some flooding from superficial deposits in particular.
A flood risk assessment for an adjacent waste transfer site
found no risk of groundwater flooding11. Management of
groundwater is a routine aspect of many sand and gravel
sites.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
11

40.5
North west Yorkshire SFRA
In the north west Yorkshire SFRA Flood zones 3b is defined
as undeveloped areas in Flood Zone 3.
Much of Flood Zone 3 is also shown as being at a 1 in 20
flood risk. The area of this site in Flood Zone 3 should be
regarded as potentially being in functional floodplain in line
with the north-west SFRA.
If this site is operational beyond 2025 the area of the map
below shown as being affected by climate change should be
considered as Flood Zone 3. If the land is operational
beyond 2055 medium risk surface water flooding should be
considered as high risk and low risk surface water flooding
should be considered as medium risk.
Pass if necessary to contribute to overall supply. From a
flood risk perspective MJP37 and MJP41 should be
considered alongside this site.
No, site is water compatible
The following proposed sand and gravel sites are within
10km: MJP41 and MJP37.
From a flood risk perspective MJP37 and MJP41 have a
lower overall risk from flooding.
A site specific flood risk assessment should further consider

Wetherby Skip Services Ltd.2012. Flood Risk Assessment, Waste Transfer Station, Walshford Bridge,
Whetherby. [URL: https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=8581 ]

Assessment Requirement
and Mitigating Flood Risk

groundwater flooding and how SUDS can be used to drain
the site. Drainage of site should not increase flooding
elsewhere.
All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

Site Reference: MJP05 Lawrence House Farm, Scotton
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sand and gravel from a new extraction site.
This site is estimated to commence within 5 years and
would have a 15 year life. Submitter wishes to return site to
agriculture.
Extraction of sand and gravel.
Water compatible.
This site is in Flood Zone 1. About 5% of this is site in areas
subject to surface water flooding (low to high risk).
This site lies across 3 km squares of differing susceptibility
to groundwater flooding. The larger part of the site is in a km
square where 50 to 75% of the area is susceptible to
superficial deposits groundwater flooding. The eastern edge
of the site is in a square where 25 to 50% of the area is
susceptible to clearwater and superficial deposits flooding.
The southern edge of the site is in a square where more
than 755 of the area is susceptible to clearwater and
superficial deposits flooding. As a sand and gravel extraction
site this may mean that there is potential risk of some
flooding from superficial deposits in particular.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
12

A historic application at this site shows that groundwater was
encountered in several boreholes at levels from 4.30 to 12
metres below ground level12, which, if still at this level, may
mean that groundwater could be an on-site issue.
Management of groundwater is a routine aspect of many
sand and gravel sites.
23.35 ha
North west Yorkshire SFRA.
Not applicable.

Not applicable as fluvial flooding does not affect this site and
surface water flooding would not increase in risk during the
lifetime of this site.
Pass.
No
The following proposed sand and gravel sites are within 10
km: MJP41 and MJP37.
Of the alternative sites considered MJP37 has the lowest
level of flood risk though is broadly similar in terms of risk to
this site, whereas MJP41 has a higher possibility of flooding
(so, purely in terms of flood risk, this site should be preferred
before MJP41).
A site specific FRA will need to investigate groundwater

Northern Aggregates Limited, 1987. Planning Application for the extraction of sand and gravel and the
deposit of inert waste to enable restoration to agriculture at Lawrence House Farm, Scotton [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=2634 ]

Assessment Requirement
and Mitigating Flood Risk

flooding issues. Appropriate use of SUDS should also be
utilised to manage surface water, and this should not
increase the risk of flooding elsewhere. If the on-site stream
is to be diverted the alternative route of the stream will need
to be given special attention so it does not increase flood risk
elsewhere.

Site Reference: MJP37 Moor Lane Farm, Great Ouseburn
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Extraction of sand and gravel from a new extraction site.
The date of commencement and life of site is unknown at
present. Restoration is also unknown.
Extraction of sand and gravel
Water compatible
This site is in Flood Zone 1. About 5% of this is site in areas
subject to surface water flooding (low to high risk).
The northern part of this site lies across 2 km squares which
are mapped for their susceptibility for groundwater flooding.
Both the north-western and north-eastern squares are
susceptible to clearwater groundwater flooding across less
than 25% of their areas. As a new site there is no historic
information pertaining to groundwater close to this site.
However, the fact that the vulnerability is to clearwater
flooding suggests that this site is thought to be at a fairly low
risk of groundwater flooding.
99ha
North west Yorkshire SFRA.
Not applicable

If the site operates beyond 2055 climate change could
elevate the risk of surface water flooding so that higher risk
areas extend into medium risk areas.
Pass.
No
The following proposed sites are within 10km of MJP37:
MJP41; MJP35.
Of the alternative sites considered MJP37 has the lowest
level of flood risk whereas MJP41 and MJP35 have a higher
overall risk of flooding.
A site specific FRA will need to investigate groundwater
flooding issues. Appropriate use of SUDS should also be
utilised to manage surface water, and this should not
increase the risk of flooding elsewhere. If the on-site stream
is to be diverted the alternative route of the stream will need
to be given special attention so it does not increase flood risk
elsewhere.

Site Reference: MJP39 Quarry House, West Tanfield
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

Climate change
Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Extraction of sand and gravel from a new extraction site.
Estimated date of commencement is 2017-18 onwards with
a proposed life of 3 years. Possible restoration: No detailed
design available yet, but likely to be mainly to water.
Extraction of sand and gravel
Water compatible
95% if this site is in Flood Zone 3 and much of this is also at
a 1 in 20 flood risk. A very small part (<2%) is vulnerable to
surface water flooding (high risk).
Site lies in a km square where less than 25% of the km
square’s area is susceptible to clearwater groundwater
flooding. However, the site’s proximity to the river and
location at the bottom of a slope suggests groundwater
flooding could be an issue. As a new site there is no historic
information pertaining to groundwater close to this site.
13.5 ha
North west Yorkshire SFRA.
In the north west Yorkshire SFRA Flood zones 3b is defined
as undeveloped areas in Flood Zone 3.
Much of Flood Zone 3 is also shown as being at a 1 in 20
flood risk. The area of this site in Flood Zone 3 should be
regarded as potentially being in functional floodplain in line
with the north-west SFRA.
Climate change is unlikely to affect this site due to tis short
lifespan.
Pass if necessary to contribute to overall supply. From a
flood risk perspective MJP06, MJP38, MJP07 and then
MJP14 should be considered alongside this site.
No, this site is water compatible.
The following proposed sand and gravel sites are within 10
km of MJP39: MJP38, MJP14; MJP06; MJP07.
This site (MJP39) has the highest level of flood risk when
compared to the alternatives considered.
A site specific flood risk assessment would need to further
examine risk of groundwater flooding, emergency evacuation
procedures, and how SUDS could help manage run off. It
will be important that during times of flood there is no net
loss of flood storage (including when the site is restored).
Drainage of site should not increase flooding elsewhere.
All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

Site Reference: MJP41 Scalibar Farm, Knaresborough
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Extraction of sand and gravel from a new extraction site. The
date of commencement and life of site is unknown at
present. Restoration is unknown at present.
Extraction of sand and gravel
Water compatible
About a quarter of this site is in Flood Zone 3 (much of which
is also marked on the historic flood map). The eastern edge
of the site is also in an area identified as 1 in 25 year flood
risk by the River Nidd Knaresborough Flood Model. A
further slither of land along the edge of Flood Zone 3 lies in
Flood Zone 2. Surface water flooding (low to high risk)
affects a small area (around 5%) in the south of the site.
The site lies across two km squares of differing susceptibility
to groundwater flooding. The northern part of the site is in a
square where 25 to 50% of the area has conditions that
might support clearwater and superficial deposits
groundwater flooding. The southern part of the site is in a
square where 25% of the area is susceptible to groundwater
flooding. The site’s proximity to the river and location at the
bottom of a slope suggests groundwater flooding could be
an issue. As a new site there is no historic information
pertaining to groundwater close to this site.
29.4ha
North west Yorkshire SFRA
In the north west Yorkshire SFRA Flood Zone 3b is defined
as undeveloped areas in Flood Zone 3.
Although this land is not defined as being at a 1 in 20 year
risk the area of this site in Flood Zone 3 should be regarded
as potentially being in functional floodplain in line with the
north-west SFRA.
If this site is operational beyond 2025 the area of the map
below shown as Flood Zone 2 should be considered as
Flood Zone 3. If the land is operational beyond 2055
medium risk surface water flooding should be considered as
high risk and low risk surface water flooding should be
considered as medium risk.
Pass, however from a flood risk perspective MJP37 and
MJP35 should be considered alongside this site.
No. Site is water compatible.
The following proposed sand and gravel sites are within
10km of MJP41: MJP35; MJP37; MJP05.
Of the alternative sites considered MJP35 has the highest
level of flood risk, while both MJP37 and MPP05 are less
vulnerable to flooding.
A site specific flood risk assessment would need to further
examine risk of groundwater flooding, emergency evacuation
procedures, and how SUDS could help manage run off. It
will be important that during times of flood there is no net
loss of flood storage (including when the site is restored).
Drainage of site should not increase flooding elsewhere.

All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

Site Reference: MJP11 Gebdykes Quarry, near Masham
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk
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Extraction of Magnesian limestone as proposed extension to
existing quarry. Estimated date of commencement is 2025 to
2030. Proposed lifespan is unknown at present. Existing
quarry site restoration is to agriculture and woodland.
Extraction of Magnesian limestone
Less vulnerable
This site is in Flood Zone 1. Surface water flooding (low to
high risk) affects a very small area (about 2%).
This site is in an area that is not mapped in terms of its
susceptibility to groundwater flooding. No reference to
groundwater is made in the committee report for the
adjacent site13.
25.8 ha
North west Yorkshire SFRA
Not applicable

If this site is operational beyond 2055 then low risk surface
water flooding should be considered medium risk (though
the changed site profile will have affected where water
gathers)
Pass
No
The following proposed Magnesian limestone sites are within
10km of MJP11: MJP10.
In terms of the alternative site considered, MJP11 has a
broadly similar overall flood risk to MJP10
A site specific flood risk assessment would need to further
examine risk of groundwater flooding, any future climate
change risk, and how SUDS could help manage run off.

North Yorkshire County Council Environmental Services Committee, 1996. North Yorkshire Minerals Local
Plan, Gebdykes Quarry, near Masham [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=1591]

Site Reference: MJP10 Potgate Quarry, North Stainley
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of Magnesian limestone as proposed extension to
existing quarry. Estimated date of commencement is 2021.
Proposed life of site is 17 years. Restoration to arable
agriculture with some biodiversity habitats.
Extraction of Magnesian limestone
Less vulnerable
This site is in Flood Zone 1. About 5% of this is site in areas
subject to surface water flooding (low to high risk).
Most of the site lies in a km square where less than 25% of
the area is susceptible to clearwater groundwater flooding.
The eastern part of the site is in a square where less in a
square where groundwater flooding susceptibility information
is not available.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

14

A nearby extension to the same quarry reports that “there
are no obvious points of groundwater ingress in the quarry
excavations and most of the joint surfaces show little or no
evidence of solution despite some karstic features in the
wider local area”14 A borehole on this site was dry to 12.19 m
below ground level so much depends on the depth of
extraction.
14.8ha
North west Yorkshire SFRA
Not applicable

Not applicable as fluvial flooding does not affect this site and
surface water flooding would not increase in risk during the
lifetime of this site.
Pass
No
The following proposed Magnesian limestone sites are within
10km of MJP10: MJP11.
In terms of the alternative site considered, MJP11 has a
broadly similar flood risk than MJP10.
A site specific flood risk assessment would need to further
examine risk of groundwater flooding and how SUDS could
help manage run off.

Lightwater Quarries. 2012. Potgate Quarry: Planning Application for an extension to the existing mineral
workings with restoration to nature conservation habitats: Environmental Statement prepared by David L
Walker Ltd [URL https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=8602 ]

Site Reference: MJP15 Blubberhouses Quarry, west of Harrogate
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extension of time to allow continuation of extraction of silica
sand from existing site. Estimated date of commencement
within next 5 to 10 years, with a proposed life of 25 years.
Possible restoration to moorland and wet bog.
Extraction of silica sand
Water compatible
This site is in Flood Zone 1. About 5% of this is site in areas
subject to surface water flooding (low to high risk).
In terms of groundwater flooding although no information is
available on the Areas Susceptible to Groundwater Flooding
map for the eastern part of the site, the western half of the
site lies across two km squares where less than 25% of the
area has the potential for clearwater groundwater flooding to
occur.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?
Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

15

A Flood risk assessment at the site confirmed that there was
no risk of surface flooding. However, borehole data indicates
that the natural groundwater table is within the workable
sandstone and dewatering will be required to work the
quarry dry15.
83.43 ha of which 38.66 is proposed for extraction
North west Yorkshire SFRA
Not applicable

Not applicable as fluvial flooding does not affect this site and
surface water flooding would not increase in risk during the
lifetime of this site.
Pass
No
There are no alternative proposed silica sand sites within
10km. Flood risk is generally considered to be low.
A Flood Risk Assessment has already been carried out for
this site.

Hanson Quarry Products Ltd, 2011. Proposed Renewal of Time Limited Planning Permission Reference
C6/105/6A/PA at Blubberhouses Silica Sand Quarry, Kex Gill, North Yorkshire: Environmental Statement [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=8261 ]

Site Reference: MJP32: Barsneb Wood, Markington
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sandstone from part of a former quarry and a
new extraction site to the north of that former quarry.
Estimated date of commencement is 2017 and proposed life
of site is 16 years. Restoration: South area: woodland on an
inclined sloping shelf joining to existing contours on west
side of site, with benched sides on the north, east and south
sides linking to existing contours on those sides. North area:
no detailed restoration design.
Extraction of sandstone
Less vulnerable
This site (both north and south areas) is in Flood Zone 1.
About 2% of this is site in areas subject to surface water
flooding (low to high risk).
The southern site is in a km square which the Environment
Agency’s Areas Susceptible to Groundwater Flooding
indicates has a less than 25% vulnerability to clearwater
flooding.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?
Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

No further groundwater information is available. Generally
the site is thought to be fairly low risk of groundwater
flooding.
6 ha
North west Yorkshire SFRA
Not applicable

Not applicable as fluvial flooding does not affect this site and
surface water flooding would not increase in risk during the
lifetime of this site.
Pass
No
There are no alternative sandstone sites within 10 km of
MJP32. Flood risk is considered to be low.
A site specific flood risk assessment would need to further
examine risk of groundwater flooding and how SUDS could
help manage run off.

Site Reference: WJP08 Allerton Park, near Knaresborough
Site Information

Site is for retention of landfill and associated landfill gas
utilisation plant and use of site for growth of energy/biomass
crops beyond 2018. Proposed composting, transfer station
and materials recycling facility, recycling (including of
minerals for secondary aggregates).
Estimated date of commencement is 2018 and the site will
operate until 2033. In terms of restoration there is no
detailed design at present, but current approved scheme is
agriculture and woodland.

Proposed Land Use

NPPF Vulnerability
Classification
Overview of flooding

Retention of landfill and associated landfill gas utilisation
plant and use of site for growth of energy/biomass crops
beyond 2018.
Proposed composting, transfer station and materials
recycling facility, recycling (including of minerals for
secondary aggregates).
Landfill is more vulnerable, other uses are less vulnerable.
This site is in Flood Zone 1. About 5 to 10% of this is site in
areas subject to surface water flooding (low to high risk).
Most of this site is in two km squares which the Environment
Agency’s Areas Susceptible to Groundwater Flooding
indicates have a less than 25% vulnerability to clearwater
flooding. The remainder of the site (along the eastern
boundary) is not mapped.
A Flood Risk Assessment for construction of lagoons on part
of the site did not consider groundwater but considered the
site would not be at risk of flooding16. Earlier proposals for
the extension of sand and gravel extraction at the site found
‘hydraulic continuity between the Sherwood Sandstone
Aquifer and sand and gravel though concluded that due to
the size of the site impacts would be small17. However, as
this development is unlikely to extend the depths of any
features risks are considered to be low, but should still be
investigated.

Area of site
Relevant Local SFRA

29ha
North west Yorkshire SFRA

16

Hydrologic, 2009. Pro Forma for Undertaking a Flood Risk Assessment [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=5994}
17

Hanson Aggregates –North. 1999. The extension of sand and gravel extraction and retention of existing and
retention of existing quarry facilities at Allerton Park, Knaresborough, North Yorkshire – Environmental Impact
Assessment Non-Technical Summary [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=3992}

Local Functional
Floodplain or 1 in 20/25
flood risk

Not applicable

Climate change

If this site is operational beyond 2055 then low risk surface
water flooding should be considered medium risk and
medium risk surface water flooding should be considered
high risk (though the changed site profile will have affected
where water gathers).
Pass
No
There are no alternative proposed waste management sites
within 10km. The Evidence Base study18 into potential waste
management site locations identified a further 2 waste
management sites within 10km: HAR2 (Claro Park,
Harrogate) and HAR11 (St James Business Park,
Knaresborough). WJP08 compares favourably with both
HAR2 and HAR11, both of which have higher levels of flood
risk, including historic records of flooding, and HAR11 has
about 5% of its area in Flood Zone 3.
A site specific flood risk assessment would need to further
examine risk of groundwater flooding and how SUDS could
help manage run off.

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

18

North Yorkshire County Council, City of York Council and the North York Moors National Park Authority,
2015. Identification of potential locations for waste management facilities [URL:
http://www.northyorks.gov.uk/media/32597/Identification-of-potential-locations-for-waste-managementfacilities-Jul-2015/pdf/Identification_of_potential_locations_for_waste_management_facilities_(Jul_2015).pdf
]

Site Reference: WJP23 Potgate (former piggery), North Stainley
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Site is for recycling of inert construction and demolition
waste for secondary aggregates. Estimated date of
commencement is 2016 and there is no end date known at
present. This is a proposed long term facility, so no firm
restoration plans, but potentially light industrial
Recycling of inert construction and demolition waste for
secondary aggregates
Less vulnerable
This site is in Flood Zone 1. About 10% of this is site in
areas subject to surface water flooding (low to high risk).
In terms of groundwater flooding the site is in a km square
where less than 25% of the area has the potential for
clearwater groundwater flooding. The nearby MJP10
reported a low risk of groundwater flooding, and coupled with
the fact this site involves only surface development
groundwater flooding is not thought to be significant.
6.3 ha
North west Yorkshire SFRA
Not applicable

Not applicable as fluvial flooding does not affect this site and
surface water flooding would not increase in risk during the
lifetime of this site.
Pass
No
There are no alternative proposed waste management sites
within 10km. The Evidence Base study into potential waste
management site locations identified a further potential
waste management site within 10km: HAR9. HAR 9 is in
Flood Zone 1 and has a broadly similar level of overall flood
risk to this site.
A site specific flood risk assessment would need to further
examine risk of groundwater flooding and how SUDS could
help manage run off.

5. Richmondshire Sites
Key to Sequential Test Results
Pass
Pass subject to further
consideration of the
site’s contribution to the
supply of minerals.

Site is not suitable or
would require an
Exception Test
demonstrated through a
Level 2 SFRA to
proceed.

Site Reference: MJP03: Scarborough Field, adjacent to Forcett Quarry
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of Carboniferous limestone as proposed
extension to existing quarry. Estimated start date is
unknown at present, but estimated to be after 2021. The
proposed life of the site is 10 to 20 years. Restoration will
be to agriculture in the base of the quarried area.
Extraction of Carboniferous limestone
Less vulnerable
Site has a small patch of surface water flood risk (medium to
high risk) and a very small patch of very low risk surface
water flooding. (Overall area of surface water flooding is
about 2%).
In terms of groundwater flooding site lies across two
separate km squares in the Environment Agency’s Areas
Susceptible to Groundwater Flooding maps. The northern
part of the site lies in an area where 25 to 50% of land has
conditions that could support clearwater and superficial
deposit flooding. The southern part of the site is an area
where less than 25% of land is susceptible to superficial
deposits flooding.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result

In the adjacent Forcett Quarry “Active water management
has been undertaken for many years as a proportion of the
limestone within the current extraction area is situated below
the natural groundwater level”, meaning that groundwater
flooding at this site is possible, but likely to be routinely
managed.
13.3 ha
North west Yorkshire SFRA
Not applicable.

This site does not need to take account of climate change for
surface water flooding as operations would cease before
2055.
Pass. Flood risk is generally low.

Exception Test Needed
Is there an alternative site?
Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

No
There are no alternative carboniferous limestone sites within
10 km.
SUDS would be a way of helping to manage surface water
flooding and groundwater flooding. Management of surface
water flooding should not increase flood risk on the receiving
waterbody.

Site Reference: MJP62: Land at Toft Hill
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sand and gravel from a new extraction site.
Estimated date of commencement is 2015/16. The proposed
life of the site is 8 to 10 years. Possible restoration is lake
with partial reed fringe, extension to Toft Hill Copse and
grassland.
Extraction of sand and gravel
Water compatible
About 15% of this site is in Flood Zone 2. A small area is in
Flood Zone 3. Small patches (<5%) of the site are subject to
surface water flooding (low to medium risk)
Most of this site lies in an area where 25 to 50% of land has
conditions that could support superficial deposit flooding.
The north west corner of the site lies in an area where 50 to
75% of land has conditions that could support superficial
deposit flooding. The northern tip of the site is an area that is
not mapped on the Areas Susceptible to Groundwater
Flooding map.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Other sites in this area have extracted below the water table
and have routinely employed dewatering, so it seems likely
that a similar situation will exist at this site.
8.7 ha
North west SFRA
In the north west Yorkshire SFRA Flood zones 3b is defined
as undeveloped areas in Flood Zone 3. A small area of this
site is in Flood Zone 3 and is undeveloped – so should be
considered as potential functional floodplain.
As climate change’s influence on fluvial flooding should be
considered after 2025 if this site endures beyond 2025 much
of Flood Zone 2 should be considered as Flood Zone 3 as
climate change mapping broadly coincides with the Flood
Zone 2 area.
Pass. Purely in flood risk terms this site should be
considered ahead of MJP33 and MJP21, but MJP43, MJP17
and MJP60 should be considered alongside this site when
considering allocations.
No
The following proposed sand and gravel sites are within
10km: MJP33, MJP21, MJP43, MJP60 and MJP17. Of these
sites MJP33 is the highest risk, followed by MJP21. MJP62
then follows these sites in terms of flood risk, with the other
sites being slightly better as they are entirely within Flood
Zone 1. Purely in flood risk terms this site should be
considered ahead of MJP33 and MJP21, but MJP43, MJP17
and MJP60 should be considered alongside this site as they
are broadly of lower risk.
SUDS would be a way of helping to manage surface water
flooding and groundwater flooding. Management of surface
water flooding should not increase flood risk on the receiving
waterbody.

Site Reference: MJP46: Kiplin plant processing site, Kiplin
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Retention of processing plant site to serve future sand and
gravel extraction in the local area. Estimated date of
commencement: 2015 to 2016. Proposed life of site: 12
years including restoration. Restoration is not yet detailed.
Retention of sand and gravel processing plant site
Water compactible
About 85% of this site is in Flood Zone 3, with the remainder
in Flood Zone 2. There are a few very small patches of
medium risk flooding (<2%).
The western third of this site is in a km square, 25 to 50% of
which has conditions which could support superficial deposit
flooding. The eastern two thirds is in an area which is not
mapped on the Environment Agency’s Areas Susceptible to
Groundwater Flooding map.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

This site is for retention of a processing plant which as
surface development is not likely to be particularly vulnerable
to groundwater issues (though should still be investigated in
a FRA).
6.7 ha
North west Yorkshire.
In the north west Yorkshire SFRA Flood zones 3b is defined
as undeveloped areas in Flood Zone 3. As 85% of this site is
in Flood Zone 3 and is undeveloped it should be considered
as potential functional floodplain.
Much of this area is also at a 1 in 20 flood risk.
As climate change’s influence on fluvial flooding should be
considered after 2025 if this site endures beyond 2025 the
area indicated as possible impact of climate change on the
map below should be considered as Flood Zone 3.
As this site is linked to processing in the area and is water
compatible it is acceptable in its current location should the
demand from sites for processing minerals off-site be
sufficient to support it.
No
Sites MJP21 and MJP33 are also proposing processing
sites. However these facilities are within proposed sites, so
may not have the capacity to deal with the output of other
sites. Nonetheless, MJP33 has a broadly similar flood risk to
this site, while MJP21 has a lesser flood risk.
Run off from this site should be managed using a
sustainable drainage system where appropriate. As
functional floodplain will be utilised any loss of flood storage
capacity would need to be compensated for and must not
increase flooding elsewhere.

Site Reference: WJP01 Hillcrest, Harmby
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Waste Transfer Station (including recycling).Start date is
2015. Proposed life of site is permanent. No restoration
proposed.
Waste Transfer Station (including recycling)
Less vulnerable
Site is in Flood Zone 1. No surface water flood risk is
recorded.
In terms of groundwater flooding, the site lies across two km
squares with different susceptibilities to groundwater
flooding. The western part of the site is in an area in which
25 to 50% of land has conditions that could support
clearwater and superficial deposit groundwater flooding. The
eastern part of the site is in an area of 25 to 50% of land is
susceptible to superficial deposit flooding. Although there is
a relatively low risk of groundwater flooding the site is on a
slope which might suggest some increased vulnerability.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

0.64 ha
North west Yorkshire SFRA
Not applicable

Climate change
Sequential Test result
Exception Test Needed
Is there an alternative site?

Not applicable
Pass.
No
This site is in Flood Zone 1 and there are no alternative
transfer sites within 10km.
Run off from this site should be managed using a
sustainable drainage system where appropriate.
Groundwater flooding should be further investigated in a site
specific flood risk assessment.

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Site Reference: WJP18: Tancred, near Scorton
Site Information

Proposed retention of landfill, recycling (including treatment,
bulking and transfer) and open windrow composting
facilities. Estimated date of commencement is 2016.
Proposed life of site is 15 to 20 years.

Proposed Land Use

Landfill, recycling (including treatment, bulking and
transfer), open windrow composting

NPPF Vulnerability
Classification
Overview of flooding

More vulnerable (landfill). Other uses less vulnerable.
About a third of the site is Flood Zone 3, most of which is
also subject to a 1 in 20 year fluvial flood risk. Medium to
high risk surface water flooding affects about 5% of the site.
Site lies across 4 km squares of differing susceptibility to
groundwater flooding. The north western part of the site is in
a km square, 50 to 75% of which is vulnerable to superficial
deposits groundwater flooding and the north eastern part of
the site is in an area of <25% susceptibility to superficial
deposits flooding. The south western part of the site is in an
area where 75% or more of the area is susceptible to
superficial deposits flooding, while the south-eastern corner
is in an area of 25 to 50% susceptibility to superficial
deposits flooding. Although there is a higher risk of
groundwater flooding the above ground nature of the
development makes it less vulnerable (though this risk
should be further investigated to determine if design
measures for mitigation are needed).

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?
Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

10 ha (inert landfill), 1.98 ha (recycling and composting
facility)
North west Yorkshire SFRA
In the north west Yorkshire SFRA Flood zones 3b is defined
as undeveloped areas in Flood Zone 3. As a third of this site
is in Flood Zone 3 and is undeveloped it should be
considered as potential functional floodplain.
Much of this area is also at a 1 in 20 flood risk.
As climate change’s influence on fluvial flooding should be
considered after 2025 if this site endures beyond 2025 the
area indicated as possible impact of climate change on the
map below should be considered as Flood Zone 3.
Part of this site is in potential functional floodplain, which
would mean that landfill would not be permissible in that
area. Less vulnerable uses would also not be suitable in this
area. Development is acceptable on other parts of the site.
No sites have been submitted for similar uses within 10km.
No
No sites have been submitted for similar uses within 10km.
Run off from this site should be managed using a
sustainable drainage system where appropriate.
Groundwater flooding should be further investigated in a site
specific flood risk assessment. Discharge of water must not

increase flooding elsewhere.
All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

6. Ryedale Sites
Key to Sequential Test Results
Pass
Pass subject to further
consideration of the
site’s contribution to the
supply of minerals.

Site is not suitable or
would require an
Exception Test
demonstrated through a
Level 2 SFRA to
proceed.

Site Reference: MJP08 Settrington Quarry
Site Information
Extraction of Jurassic limestone as proposed extension to
existing quarry and importation of soils for use in
restoration. Estimated date of commencement is 2018 with
a proposed life of site of 20 to 25 years. No detailed design
for restoration but submitter proposes nature conservation
and grazing.
Proposed Land Use
Extraction of Jurassic limestone
NPPF Vulnerability
Less vulnerable
Classification
Overview of flooding
Site is in Flood Zone 1. No surface water flooding noted.
According to the Environment Agency’s ‘Areas Susceptible
to Groundwater Flooding’ map site is in a kilometre square in
which less than 25% of the area is susceptible to clearwater
groundwater flooding. As the site is at the top of a hill
groundwater flood risk is considered low, though much will
depend on the depth of the quarry. Excavation in the existing
site to the immediate north (which is at a similar elevation) is
to 25 metres AOD which was above the water table19.
Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

5.6 ha
North east Yorkshire SFRA
Not applicable

Climate change
Sequential Test result
Exception Test Needed
Is there an alternative site?

Not applicable
Pass
No
This site is in Flood Zone 1 and it is considered that flood
risk is negligible to non-existent at this site so alternative
sites have not been sought.
A site specific flood risk assessment should consider any

Site Specific Flood Risk
19

North Yorkshire County Council Environmental Services Committee, Development Control Sub Committee. 1
February 2000. Proposed Extension Settrington Quarry for Fenstone Minerals Ltd (Ryedale District – Rillington
Electoral Division) [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=3998 ]

Assessment Requirement
and Mitigating Flood Risk

potential risk from groundwater flooding and seek to manage
any runoff utilising SUDS where appropriate, ensuring that
flood risk is not increased at any receiving waterbody.

Site Reference: MJP12 Whitewall Quarry, Near Norton
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of Jurassic limestone as proposed extension to
existing quarry. Estimated start date is prior to 2023 with the
proposed life of site until 2031. Restoration likely to be
compatible with approved scheme for the existing quarry,
which is undulating grassland with tree and shrub planting.
The southern half of MJP12 would not be extracted, but
would be used for screening purposes only.
Extraction of Jurassic limestone
Less vulnerable
Site is in Flood Zone 1. No surface water flooding noted.
According to the Environment Agency’s ‘Areas Susceptible
to Groundwater Flooding’ (ASTGWF) map the site lies
between four kilometre squares which are subject to different
types of groundwater flooding. The north-west of the site lies
in a square in which less than 25% of the area is susceptible
to clearwater and superficial deposits groundwater flooding.
The north-east of the site lies in a square in which less than
25% of the area is susceptible to clearwater groundwater
flooding while no data is available for the south western and
south eastern ASTGWF squares.
The adjacent quarry (for which this site is an extension)
provides a further indication of local groundwater levels, and
a 2007 supporting statement for an extension to that quarry
notes that the water table was recorded at 25 metres AOD20.
This site is significantly higher than this (currently 75 to 80m
AOD) so it is unlikely that even a deep quarry would be at
risk of groundwater flooding.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

9ha
North east Yorkshire SFRA
Not applicable

Climate change
Sequential Test result
Exception Test Needed
Is there an alternative site?

Not applicable
Pass
No
This site is in Flood Zone 1 and it is considered that flood
risk is negligible to non-existent at this site so alternative
sites have not been sought.
A site specific flood risk assessment should consider any
potential risk from groundwater flooding and seek to manage
any runoff utilising SUDS where appropriate, ensuring that
flood risk is not increased at any receiving waterbody.

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

20

W. Clifford Watts Limited, 2007. Proposal for Extension to Whitewall Quarry [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=5092 ]

Site Reference: MJP64 Cropton Quarry, Cropton
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of Jurassic limestone from proposed extension to
former quarry. Estimated date of commencement is by 2020.
The proposed life of the site is 10 years. No detailed design,
but likely to be to be to nature conservation.
Extraction of Jurassic limestone.
Less vulnerable
Site is in Flood Zone 1. A very small area of surface water
flooding (1/1000 year risk) affects the eastern boundary.
In terms of groundwater flooding, according to the
Environment Agency’s Areas Susceptible to Groundwater
Flooding map the site is in a 1 km square where between 25
and 50% of the area has conditions that could support
clearwater groundwater flooding. A former quarry next to this
site remains dry.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?
Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Although this site is considered to be at low risk of
groundwater flooding further information would be needed
on the depth of the quarry and the height of the local water
table to rule out any risk.
2.4ha
North east Yorkshire SFRA
Not applicable

Not applicable as site has to short a period of operation to be
affected by this SFRAs approach to factoring in climate
change effects on surface water flooding.
Pass
No
There are no alternative Jurassic limestone sites within
10km.
A site specific flood risk assessment should consider any
potential risk from groundwater flooding and seek to manage
any runoff utilising SUDS where appropriate, ensuring that
flood risk is not increased at any receiving waterbody.

Site Reference: MJP30 West Heslerton Quarry
Site Information

Extraction of sand as proposed extension to existing quarry.
Estimated date of commencement is 2016. Proposed life of
site is 1 year. Restoration is to low level agriculture.

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sand
Water compatible
Site is in Flood Zone 1. No surface water flooding noted.
In terms of groundwater flooding according to the
Environment Agency’s Areas Susceptible to Groundwater
Flooding map the site is in a 1 km square where more than
75% of the area has conditions that could support superficial
deposits groundwater flooding.
A previous application at the existing quarry adjacent to this
site stated that “although little detailed information is
available, rapid recharge by rainfall….combined with the
highly permeable nature of unconsolidated superficial
deposits, can be expected to give rise to considerable
fluctuations in groundwater levels, with localised flooding
and seasonal and or intermittent flow in nearby streams.
Trial pitting, undertaken in August 1997, showed the depth to
the water table at that time to vary considerably across the
site, ranging from approximately 1.5, below surface in the
worked northern section of the quarry to an estimated depth
of up to ten metres in the unworked central and southern
parts of the site”21. Groundwater, however, is considered to
be an inherent issue with many sand quarries.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

0.29ha
North east Yorkshire SFRA
Not applicable

Climate change
Sequential Test result
Exception Test Needed
Is there an alternative site?

Not applicable
Pass. Site is water compatible
No
MJP50 is the only other submitted sand site within 10km.
However, both of these sites have a broadly similar level of
flood risk being at a low risk of fluvial and surface water
flooding and a higher risk of groundwater flooding.
A site specific flood risk assessment should consider any
potential risk from groundwater flooding and seek to manage
any discharge from the site utilising SUDS where
appropriate (unless it is wet worked), ensuring that flood risk
is not increased at any receiving waterbody. Due to the

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

21

Hallett-Hughes Associates, 1999, Statement in support of an application for planning consent to extend sand
workings at West Heslerton Quarry near Malton North Yorkshire [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=4092]

highly fluctuating groundwater levels in this area the FRA
should consider an evacuation / emergency plan for the site.

Site Reference: MJP50: Sands Wood, land to east of Sandy Lane, Wintringham
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sand from proposed new extraction site.
Estimated date of commencement is unknown at present.
The proposed life of the site is 20 years. Possible restoration
is to woodland, agriculture and nature conservation areas.
Extraction of sand
Water compatible
This site is in Flood Zone 1. A very small amount of the site
is subject to surface water flooding risk, though this is largely
low risk (1/1000yr) with tiny patches of medium risk
(1/100yr).
In terms of groundwater flooding this site lies across three
different kilometre squares on the Environment Agency
‘Areas Susceptible to Groundwater Flooding’ map. Most of
the site lies in a square where 75% or more of the area is
subject to ‘clearwater and superficial deposits flooding’, while
the northern part of the site lies in a square which is subject
to superficial deposits flooding (>=75%) and the eastern
square subject to clearwater flooding (<25%).
Borehole data from the nearby extension to Knapton Quarry
showed water at varying depths between 16 metres and 25
metres across that site at the point in time when samples
were taken in 199622. However, proximity to a nearby
watercourse (Blakey Beck), numerous ponds in the vicinity,
as well as the site’s location at the foot of a hill, and the fact
that any flooding here is more likely to be through superficial
deposits than at Knapton Quarry suggest that groundwater
levels may well come closer to the surface. A spring is also
noted in the south eastern corner of the site.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

56 ha
North east Yorkshire SFRA
Not applicable.

Climate change

Not applicable as, assuming this site would commence
during the plan period, the life of site would not extend into
the period when climate change must be taken into account
for surface water flooding.
Pass. Site is water compatible.
No
MJP30 is the only other submitted sand site within 10km.
However, both of these sites have a broadly similar level of
flood risk being at a low risk of fluvial and surface water
flooding and a higher risk of groundwater flooding. MJP30
would also only operate for 1 year.

Sequential Test result
Exception Test Needed
Is there an alternative site?

22

R Owen Waste Disposal, 1996. Planning Application for a 2.94 hectare extension to chalk working at Knapton
Quarry,

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

A site specific flood risk assessment should consider any
potential risk from groundwater flooding and seek to manage
any discharge form the site utilising SUDS where
appropriate (unless it is wet worked), ensuring that flood risk
is not increased at any receiving waterbody. Due to the
potentially high groundwater levels in this area, the FRA
should consider an evacuation / emergency plan for the site
if groundwater flooding is proven to be significant.

Site Reference: MJP63 Brows Quarry, Malton
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of building stone from part of a former quarry and
a proposed extension to the quarry. Estimated date of
commencement: 2015. Proposed life of site: 25 years.
Possible restoration is shallow sloping valley to join quarry
floor, which would be used for agriculture.
Extraction of building stone
Less vulnerable
Site is in Flood Zone 1. A small area of low risk (1/1000)
surface water flooding currently affects the site (as with all
minerals sites, surface water flooding patterns are likely to
change upon extraction).
In terms of groundwater flooding, according to the
Environment Agency’s Areas Susceptible to Groundwater
Flooding map the site is in a 1 km square where less than
25% of the area has conditions that could support ‘superficial
deposits’ groundwater flooding.
A previous planning application on part of the site did not
raise any groundwater flooding concerns23.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

0.48ha
North east Yorkshire SFRA
Not applicable

Climate change

Not applicable as the life of site would not extend into the
period when climate change must be taken into account for
surface water flooding.
Pass
No
This site is for building stone comprising predominantly of
lower calcareous grit (a fine-grained sandstone) and Malton
Oolitic limestone24. There are no other submitted sites within
10km that would supply sandstone, and while there are other
limestone sites these are broadly at the same level of flood
risk.
A site specific flood risk assessment should consider any
potential risk from groundwater flooding and seek to manage
any runoff utilising SUDS where appropriate, ensuring that
flood risk is not increased at any receiving waterbody.

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

23

North Yorkshire County Council Planning and Regulatory Functions Committee. 4 August 2009.
C3/07/01071/CPO – Planning application for the extraction of building stone on land at Brows Quarry, York
Road, Malton on behalf of Fitzwilliam (Malton) Estates (Ryedale District) (Malton Electoral Division) [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=5138 ]
24
Ibid

Site Reference: MJP13 Whitewall Quarry, near Norton (recycling)
Site Information

Proposed Land Use

NPPF Vulnerability
Classification
Overview of flooding

Expansion to area used for recycling of construction,
demolition and soil waste for secondary aggregates within
existing quarry void. Estimated date of commencement is
prior to 2023 and proposed life of site is until 2023 (which is
the permitted lifespan of the existing quarry). Possible
restoration is to the approved scheme for the existing quarry,
which is undulating grassland with tree and shrub planting.
Expansion to area used for recycling of construction,
demolition and soil waste for secondary aggregates within
existing quarry void.
Less vulnerable
Site is in Flood Zone 1. A small amount (around 5% of the
site) is affected by low (1/1000yr) to medium (1/100yr)
surface water flood risk.
According to the Environment Agency’s ‘Areas Susceptible
to Groundwater Flooding’ (ASTGWF) map the site lies in a
square in which less than 25% of the area is susceptible to
‘clearwater’ groundwater flooding. .

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

A 2007 supporting statement for an extension to the quarry
in which this site is located notes that the water table was
recorded at 25 metres AOD while the extension site was
significantly higher than the water table (at 43m AOD)25. It is
assumed the quarry floor at this location is at a similar
elevation. Therefore it is unlikely that groundwater flooding
would be a significant issue.
2.25ha.
North east Yorkshire SFRA
Not applicable

Not applicable as the life of site would not extend into the
period when climate change must be taken into account for
surface water flooding.
Pass
No
There are no other submitted construction recycling sites
within 10km.
One potential site in Ryedale was considered suitable for
processing of recyclables (RYE3) through the evidence
base26. That site is at a significantly higher risk of flooding
being in Flood Zone 3.

25

W. Clifford Watts Limited, 2007. Proposal for Extension to Whitewall Quarry [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=5092 ]
26
City of York Council, North York Moors National Park and North Yorkshire County Council, 2015.
Identification of potential locations for waste management facilities [URL:
http://www.northyorks.gov.uk/media/32597/Identification-of-potential-locations-for-waste-managementfacilities-Jul-2015/pdf/Identification_of_potential_locations_for_waste_management_facilities_(Jul_2015).pdf

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

A site specific flood risk assessment should consider any
potential risk from surface water flooding and seek to
manage any runoff utilising SUDS where appropriate,
ensuring that flood risk is not increased at any receiving
waterbody.

Site Reference: WJP09 Whitewall Quarry Materials Recycling Facility, near
Norton
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Materials Recycling Facility to sort / treat household waste
and including composting. Estimated date of
commencement is prior to 2023 with the proposed life of site
until 2030. Proposed restoration is to the approved scheme
for the existing quarry, which is undulating grassland with
tree and shrub planting.
Materials Recycling Facility
Less vulnerable
Site is in Flood Zone 1. Surface water flooding does not
affect this site.
According to the Environment Agency’s ‘Areas Susceptible
to Groundwater Flooding’ (ASTGWF) map the site lies in a
square in which less than 25% of the area is susceptible to
‘clearwater’ groundwater flooding. .

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change
Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

27

A 2007 supporting statement for an extension to the quarry
in which this site is located notes that the water table was
recorded at 25 metres AOD while the extension site was
significantly higher than the water table (at 43m AOD) . It is
assumed the quarry floor at this location is at a similar
elevation. Therefore it is unlikely that groundwater flooding
would be a significant issue.
0.87ha
North east Yorkshire SFRA
Not applicable

Not applicable.
Pass
No
There are no other submitted Materials Recycling Facilities
within 10km.
One potential site in Ryedale was considered suitable for
processing of recyclables (RYE3) through the evidence
base27. That site is at a significantly higher risk of flooding
being in Flood Zone 3.
A site specific flood risk assessment should consider any
potential risk from surface water flooding and seek to
manage any runoff utilising SUDS where appropriate,
ensuring that flood risk is not increased at any receiving
waterbody.

City of York Council, North York Moors National Park and North Yorkshire County Council, 2015.
Identification of potential locations for waste management facilities [URL:
http://www.northyorks.gov.uk/media/32597/Identification-of-potential-locations-for-waste-managementfacilities-Jul-2015/pdf/Identification_of_potential_locations_for_waste_management_facilities_(Jul_2015).pdf

7.

York Sites

Key to Sequential Test Results
Pass
Pass subject to further
consideration of the
site’s contribution to the
supply of minerals.

Site is not suitable or
would require an
Exception Test
demonstrated through a
Level 2 SFRA to
proceed.

Site Reference: MJP52 Field SE5356 9513, to north of Duttons Farm, Upper Poppleton
Site Information
Extraction of clay as proposed extension to a former quarry.
Estimated date of commencement is 2017 with a proposed
lifespan of 5 to 10 years. Restoration to forestry or
agriculture following WJP05.
Proposed Land Use
Extraction of clay
NPPF Vulnerability
Less vulnerable
Classification
Overview of flooding
South eastern part of the site lies in Flood Zone 3 and Flood
Zone 2, though 1 in 20 flood risk continues along the
watercourse (Foss Dike) that runs along the southern
boundary. About 85 to 90 per cent of the site lies in Flood
Zone 1.
Surface water flooding also follows the watercourse along
the boundary with most of the high surface water flood risk
outside of the site boundary, leaving mainly medium (1/100)
and low (1/1000) surface water flood risk in a narrow band
along the boundary. Additional patches of low risk surface
water flooding are spread along the eastern side of the site.
No more than 10% of the site is affected by surface water
flooding (low to high risk), though a lake lies in the centre of
the site.
In terms of groundwater flooding, the site lies in a km square
in which up to 25% of land may be susceptible to ‘clearwater’
flooding.
As a clay site the site is likely to extract below the perched
water table, though groundwater flow on clay sites in
clearwater areas is likely to be negligible28 though basal
heave may be an issue depending on the depth of
extraction. Therefore groundwater flooding is unlikely to
cause any significant problems though should still be
investigated. Perched water tables are an inherent property
28

https://www.gov.uk/government/uploads/system/uploads/attachment_data/file/290396/sp2-173-tr-2-ee.pdf

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

of clay extraction.
6.28 ha
York
York’s SFRA defines functional floodplain as:





Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?
Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Land which would flood with annual probability of 1 in
20 (5%) or greater in any year.
-Land which provides a function of flood conveyance
(i.e. free flow) or flood storage, either through natural
processes or by design ( e.g. washlands and flood
storage areas)
Land where the flow of flood water is not prevented
by flood defences or by permanent buildings or other
solid barriers during times of flood29

While this area is not shown on the York SFRA strategic
map as functional floodplain no defences on the National
Flood and Coastal Defence database are noted, and no
obstructions are observed in this area so the area shown as
being at a 1 in 20 flood risk should be considered as
potential functional floodplain and further investigated.
Climate change is shown to affect fluvial flood risk after
2025. This site would, at most, operate until 2027 so the
impact of climate change would be at the end of the site’s life
(if it operates for 10 years). The area marked as affected by
climate change on the map below should therefore be
considered from 2025 onwards.
Pass
No
No alternative clay extraction sites have been proposed
within 10km.
A site specific flood risk assessment should consider how
surface water flooding will be managed across the site
utilising SUDS where possible and groundwater flooding
should be further investigated. It should also establish
whether the southern boundary of the site is part of the
functional floodplain and if so that area should be avoided
with a suitable standoff.
Drainage of the site (including any drainage from the lake)
must not increase flood risk on the receiving waterbody.
Climate change impacts towards the end of the period of
operation should be considered further.

29

City of York, 2013. Strategic Flood Risk Assessment Revision 2 [URL:
https://www.york.gov.uk/downloads/file/6411/2013_strategic_flood_risk_assessmentpdf ]

Site Reference: WJP05 Field to north of Duttons Farm, Upper Poppleton
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

This site is for landfill and recycling of waste from the
construction industry. Estimated date of commencement is
prior to 2022 and the proposed life of the site is from 2022 to
2027.
Landfill and recycling of waste from construction industry
More vulnerable
South eastern part of the site lies in Flood Zone 3 and Flood
Zone 2, though 1 in 20 flood risk continues along the
watercourse (Foss Dike) that runs along the southern
boundary. About 85 to 90 per cent of the site lies in Flood
Zone 1.
Surface water flooding also follows the watercourse along
the boundary with most of the high surface water flood risk
outside of the site boundary, leaving mainly medium (1/100)
and low (1/1000) surface water flood risk in a narrow band
along the boundary. Additional patches of low risk surface
water flooding are spread along the eastern side of the site.
No more than 10% of the site is affected by surface water
flooding (low to high risk), though a lake lies in the centre of
the site.
In terms of groundwater flooding, the site lies in a km square
in which up to 25% of land may be susceptible to clearwater
flooding.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

As a landfill site on a former clay extraction site groundwater
flow is likely to be negligible, though basal heave may be an
issue depending on the depth of prior extraction. Therefore
groundwater flooding is considered unlikely to cause any
significant problems, though should still be investigated.
6.28 ha
York
York’s SFRA defines functional floodplain as:





Land which would flood with annual probability of 1 in
20 (5%) or greater in any year.
-Land which provides a function of flood conveyance
(i.e. free flow) or flood storage, either through natural
processes or by design ( e.g. washlands and flood
storage areas)
Land where the flow of flood water is not prevented
by flood defences or by permanent buildings or other
solid barriers during times of flood30

While this area is not shown on the York SFRA strategic
map as functional floodplain no defences on the National
Flood and Coastal Defence database are noted, and no
obstructions are observed in this area so the area shown as
30

City of York, 2013.

being at a 1 in 20 flood risk should be considered as
potential functional floodplain and further investigated.

Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Climate change is shown to affect fluvial flood risk after
2025. This site would, at most, operate until 2027 so the
impact of climate change would be at the end of the site’s
life. The area marked as affected by climate change on the
map below should therefore be considered from 2025
onwards.
Climate change impacts should also be considered in the
positioning of any landfill site as the landfill will endure long
beyond the end date of this site.
Pass
No
The only other landfill and recycling site proposal within
10km is included in site WJP11. However, WJP11 is a
proposal for retention of a site rather than creation of a new
facility so would not necessarily add to overall capacity. It is
also at similar level of flood risk with the same watercourse
as is present at WJP05 site running directly through WJP11.
The Joint Plan evidence base identified 7 potential additional
waste sites in York (YOR1, YOR2, YOR4, YOR5, YOR6,
YOR7 and YOR10)31. YOR1, 2, 5, 6, 7 and 10 were
considered suitable for processing of recyclables though
none of these sites were considered for their potential to also
support landfill. While the group of sites at YOR5, YOR6 and
YOR10 may have some capacity to include landfill, and have
a lower flood risk, the location of those sites close to housing
would likely lead to unacceptable amenity impacts if a landfill
site were to be placed there.
As a landfill site this location will also need to be considered
for its effects on the water environment via the
environmental permitting process. However, a Flood Risk
Assessment should consider how surface water flooding and
drainage will be managed across the site (utilising SUDS
where appropriate where water is not considered foul).
Groundwater flooding should be further investigated. The
FRA should also establish whether the southern boundary of
the site is part of the functional floodplain and if so that area
should be avoided with a suitable standoff as landfill and
recycling would not be considered appropriate at those
locations.
Drainage of the site (including any drainage from the lake)
must not increase flood risk on the receiving waterbody.

31

City of York Council, North York Moors National Park and North Yorkshire County Council, 2015.
Identification of potential locations for waste management facilities [URL:
http://www.northyorks.gov.uk/media/32597/Identification-of-potential-locations-for-waste-managementfacilities-Jul-2015/pdf/Identification_of_potential_locations_for_waste_management_facilities_(Jul_2015).pdf
]

Climate change impacts should also be considered in the
positioning of any landfill site as the landfill will endure long
beyond the end date of this site.

Site Reference: WJP11: Harewood Whin, Rufforth
Site Information

Proposed Land Use

NPPF Vulnerability
Classification
Overview of flooding

This site is for retention of waste facilities beyond 2017. The
estimated start date of the site is 2017 and the proposed life
of the site is 15 to 20 years. Restoration plan is under
review.
Retention of the following facilities beyond 2017
 landfill,
 open windrow composting,
 recycling (including treatment bulking and transfer)
and liquid waste treatment
 Energy from Waste (Biomass and Landfill Gas
Utilization)
 kerbside recycling and waste transfer operation
And construction of new materials recycling facility and
waste transfer station
Most uses are ‘less vulnerable’ but landfill is more vulnerable
Flood Zone 3 flows through the centre of this site following
the Foss and this is fringed by Flood Zone 2. Most of Flood
Zone 3 is also modelled as being at 1 in 20 flood risk.
Surface water flooding also overlays the area of fluvial flood
risk and also affects patches of the wider site (roughly 10%
is affected). Surface water flood risk ranges from low
(1/1000yr) to medium (1/100yr) risk.
The site lies across 4 kilometre squares identified on the
Environment Agency’s ‘Areas Susceptible to Groundwater
Flooding’ map, 3 of which are susceptible to ‘clearwater’
groundwater flooding (with one square affected across less
than 25 % of its area, 2 squares affected across 25 to 50%
of their areas, and one square which holds no data). A 2012
Flood Risk Assessment for part of southern area of the site
reported that “groundwater flooding is not considered to
pose a risk due to the groundwater levels underlying the site
and the negligibly permeable geology”32.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

103 ha
York
York’s SFRA defines functional floodplain as:



32

Land which would flood with annual probability of 1 in
20 (5%) or greater in any year.
-Land which provides a function of flood conveyance
(i.e. free flow) or flood storage, either through natural
processes or by design ( e.g. washlands and flood

Golder Associates, 2012. Harewood Whin Materials Recovery Facility and Transfer. ES Chapter ES6 Flood Risk
[URL: https://planningaccess.york.gov.uk/onlineapplications/files/2DAEB4C058944A49EEB0A39C3D40613A/pdf/13_00041_FULM-FLOOD_RISK-1376390.pdf ]



storage areas)
Land where the flow of flood water is not prevented
by flood defences or by permanent buildings or other
solid barriers during times of flood33

While this area is not shown on the York SFRA strategic
map as functional floodplain no defences on the National
Flood and Coastal Defence database are noted, and no
obstructions are observed in this area, so the narrow area
shown as being at a 1 in 20 flood risk should be considered
as potential functional floodplain and further investigated.
Climate change
Sequential Test result
Exception Test Needed
Is there an alternative site?

Climate change is shown on the map below as very slightly
increasing the area of Flood Zone 3 after 2025.
Pass
No
The only other landfill and recycling site proposal within
10km is included in site WJP05. However, WJP05 is at a
similar level of flood risk and this site also includes the
retention of other facilities (which would likely be
uneconomic to move). The Joint Plan evidence base
identified 7 additional potential waste sites in York (YOR1,
YOR2, YOR4, YOR5, YOR6, YOR7 and YOR10)34. YOR1,
2, 5, 6, 7 and 10 were considered suitable for processing of
recyclables though none of these sites were considered for
their potential to also support landfill. While the group of sites
at YOR5, YOR6 and YOR10 may have some capacity to
include landfill, and have a lower flood risk, the location of
those sites close to housing would likely lead to
unacceptable amenity impacts if a landfill site were to be
placed there.
Similarly other uses were considered by this study, such as
waste transfer and small scale thermal treatment (that might
be suitable for biomass energy from waste). While YOR1, 2,
5, 6, 7 and 10 might be suitable for these uses, this site
would provide a recycled materials annual tonnage of
345,000 tonnes, which is more than treble that of the
individual sites identified in the Joint Plan evidence base.
While it may be possible to divide this site into component
parts to fit with the overall capacity of these alternative sites,
this would likely be an endeavour that would entail significant
risk for a site that it is at a relatively low risk of flooding if the
small area of Flood Zone 3 is avoided.

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

33
34

A Flood Risk Assessment should consider how surface
water flooding and drainage will be managed across the site
without increasing flooding elsewhere (utilising SUDS where
appropriate where water is not considered foul).
Groundwater flooding should be further investigated. The
FRA should also establish whether the area marked as

City of York, 2013.
City of York Council, North York Moors National Park and North Yorkshire County Council, 2015

being at a 1 in 20 flood risk is part of the functional floodplain
and if so that area should continue to be avoided with a
suitable standoff as waste management uses would not be
considered appropriate at those locations. Climate change
should also be considered as affecting the extent of Flood
Zone 3.

8. Selby Sites
Key to Sequential Test Results
Pass
Pass subject to further
consideration of the
site’s contribution to the
supply of minerals.

Site is not suitable or
would require an
Exception Test
demonstrated through a
Level 2 SFRA to
proceed.

Site Reference: MJP45: Land to the north of Hemingbrough
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposed extension to existing quarry. Possible restoration
to a range of wetland habitats. Life of site will be 9 to 12
years.
Extraction of clay.
Less vulnerable.
Site is in Flood Zone 1. There are small areas of surface
water flooding across the 3 blocks (mostly low risk / very
small high risk). Overall surface water flooding constitutes
less than 5% or area and would inevitably change
distribution as levels change. No historic flooding.
Strategic groundwater flooding maps show that the western
part of the site is in a 1 km square where 25% to 50% of the
area has conditions that might support ‘clearwater’
groundwater flooding. This means the site is in an area
where groundwater flooding happens in a minority of
locations mainly from consolidated aquifers (rather than
superficial deposits like clay).
As a clay site the site is likely to extract below the perched
water table (though groundwater flow on clay sites in
clearwater areas is likely to be negligible)35. Therefore
groundwater flooding is unlikely to cause any significant
problems. Perched water tables are an inherent property of
clay extraction.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change
35

No other forms of flooding are noted.
35.12 ha
Selby
Site is not in functional floodplain and lies behind an area
shown as benefitting from flood defences.

Only surface water flooding affects this site. As the SFRA

https://www.gov.uk/government/uploads/system/uploads/attachment_data/file/290396/sp2-173-tr-2-ee.pdf

Sequential Test result

Exception Test Needed
Is there an alternative site?
Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

methodology recommends taking climate change into
account for surface water flooding only after 2055 climate
change is not likely to affect flooding at this site.
The location of this site in Flood Zone 1 and the relatively
low risk presented by other flood sources means that it is at
a very low risk of flooding. Pass
No
Not applicable
A suitable scheme will be required to drain or store water
from the site that does not increase flooding on any receiving
water body.
A site specific flood risk assessment will be required. If a
hydrological assessment reveals specific characteristics
such as a risk of an underlying aquifer being breached or
causing basal heave this should be taken into account.

Site Reference: MJP55 Land adjacent to former Escrick Brickworks
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposed extraction adjacent to a former quarry now
operating as a landfill and recycling facility. Restoration to
agriculture at or close to original ground levels. Proposed life
of site: 25 years extraction upon commencement with 20
years for completion of landfill (WJP06) based on infilling
commencing 2 years after extraction commences (likely to
be in about 2025).
Extraction of clay
Less vulnerable.
About 35% of this site (the south-west part and southern
block) lies in Flood Zone 2. In addition, about 20% of the site
(mainly in the south) is vulnerable to surface water flooding,
with small pockets of medium (1 in 100) and higher (1 in 30)
risk categories (less than 5%). Surface water flooding would
inevitably change distribution as levels change. There are no
historic flood records.
The southern part of this site lies within a series of three 1
km squares where more than 75% of their area has
conditions which support ‘clearwater’ flooding. Although this
is a higher risk area, flooding occurs mainly from
consolidated aquifers (rather than superficial deposits like
clay). The northern part of the site lies within 2 km squares
where the proportion of the area which may support
‘clearwater’ flooding is less than 25%.
As a clay site the site is likely to extract below the perched
water table (though groundwater flow on clay sites in
clearwater areas is likely to be negligible)36. Therefore
groundwater flooding is unlikely to cause any significant
problems. Perched water tables are an inherent
characteristic of clay deposits.
No other forms of flooding are noted.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

36

59 ha
Selby
N/a

Flood Zone 2 affects this site. As the SFRA methodology
recommends taking climate change into account for fluvial
flooding only after 2025 only the landfill phase of this
operation (i.e. WJP06) is likely to be affected. As this site is
for extraction that would be likely to end in 2025 climate
change is unlikely to affect this potential allocation.

https://www.gov.uk/government/uploads/system/uploads/attachment_data/file/290396/sp2-173-tr-2-ee.pdf

Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Surface water flooding affects this site. As the SFRA
methodology recommends taking climate change into
account for surface water flooding only after 2055 climate
change is not likely to affect surface flooding at this site.
The lack of suitable alternative sites coupled with the
relatively low fluvial flood risk and manageable surface water
flood risk suggests that this site should pass.
No
This is a large clay extraction site and there are no other
proposed clay extraction sites within 10km (and no other
sites in the Plan area on this scale). It is also an extension to
a site which has the benefit of permission for mineral
extraction, so benefits from extant access as well as
established routes to market (rather than a new site that may
introduce new issues to an area).
The site would help maintain supply of clay to existing
manufacturing facilities in line with national policy
requirements.
A suitable scheme will be required to drain or store water
from the site that does not increase flooding on any receiving
water body. A SUDS scheme could be included to manage
drainage.
A site specific flood risk assessment will be required which
should include consideration of groundwater flooding. If such
an assessment reveals specific characteristics such as a risk
of an underlying aquifer being breached or causing basal
heave this should be taken into account.
An emergency plan should be prepared in case of a flood
event as this site is in Flood Zone 2.
It should be noted that this site is being identified as a
preferred area within which a site could be developed – any
proposals should consider flood risk sequentially within the
site.

Site Reference: MJP28 Barnsdale Bar
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposed extension to existing quarry. Low level restoration
to agriculture similar to adjacent existing quarry.
Commencement in 2015 for north areas, start date for north
west area dependent on extraction of north area (4-5 years),
6-8 years for north-west area).
Extraction of Magnesian limestone.
Less vulnerable.
Site is in Flood Zone 1. There are no areas of surface water
flooding across the 2 blocks. Overall surface water flooding
would inevitably change distribution as levels change. No
historic flooding.
This site lies across three km squares where less than 25%
of the area has conditions that might support ‘clearwater’
groundwater flooding. This means the site is in an area
where groundwater flooding happens in a minority of
locations mainly from consolidated aquifers.
A recent planning application at the site suggests that the
site will be maintained approximately 2 metres above the
maximum recorded groundwater level and would receive
‘little or no groundwater inflow from the bedrock and the thin
superficial cover’37. The Environment Agency was satisfied
with this assessment38.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change
Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk
37

No other forms of flooding are noted.
9.3 ha.5 ha (north) + 9.3 ha (north-west): total 12.8ha
Selby
N/a

N/a
The location of this site in Flood Zone 1 and the low risk
presented by other flood sources means that it is at a low
risk of flooding. Pass.
No
Extending this site to other areas adjacent to the original site
would only increase the overall risk. Other Magnesian
limestone sites within 10 km are at a broadly similar level of
risk, with MJP29 in Flood Zone 1, and around 1% of that site
at high risk of surface water flooding
A suitable scheme will be required to drain or store water
from the site that does not increase flooding on any receiving
water body.

DAB Geotechnics / FCC Environment. 2014. Proposed Extension of Barnsdale Bar Quarry: Hydrological and
Hydrogeological Assessment [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=9532 ]
38
Environment Agency, letter dated 24 March 2015 [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=9532 ]

A site specific flood risk assessment will be required. Where
a hydrological assessment reveals specific characteristics
such as a risk of an underlying aquifer being breached this
should be considered in the flood risk assessment.

Site Reference: MJP29 Went Edge Quarry, Kirk Smeaton
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposed extension to existing quarry. Possible restoration.
Industrial estate relocated into base of quarry (subject to
obtaining planning permission). Proposed life of site is 15
years.
Extraction of Magnesian limestone
Less vulnerable.
Site is in Flood Zone 1. A small area of Flood Zone 2 lies just
outside the site boundary. There are small areas of surface
water flooding across the site (less than 10%, with less than
1% at high (1 in 30 year) risk of flooding. Overall surface
water flooding would inevitably change distribution as levels
change. No historic flooding.
The northern part of this site lies across two km squares
where less than 25% of the area has conditions that might
support ‘clearwater’ groundwater flooding. This means the
site is in an area where groundwater flooding happens in a
minority of locations mainly from consolidated aquifers.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
39

A recent planning application at the site has shown that “The
site and the limestone beds are above the groundwater table
by at least 12 metres and when the floor is worked to 20
metres AOD it is still 6 metres above the water table
measured at its highest level of 14 metres AOD”39. This
means that there is unlikely to be an issue with groundwater
flooding. No other forms of flooding are noted.
5.6 ha
Selby
N/a

As this assessment assumes that Flood Zone 2 could
become Flood Zone 3 after 2025 it is possible that Flood
Zone 3 could be within a few metres of the site after 2025.
One could assume that this would mean that Flood Zone 2
would also extend. However, the land is sloping with a
reasonably steep gradient in this area so the risk that fluvial
flooding could affect this site in the future is remote, and
considered to be less than the risk associated with Flood
Zone 2.
Pass. This site has a low risk of flooding and there are no
better alternative sites.
No

Cromwell Mining Consultants, 2014. Went Edge Quarry Environmental Statement [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=9255 ]

Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Extending the site to other positions around the existing
quarry would likely result in an equivalent level of flood risk.
1 further Magnesian limestone sites exist within 10km:
MJP28. This is at a broadly similar level of risk.
A suitable scheme will be required to drain or store water
from the site that does not increase flooding on any receiving
water body.
A site specific flood risk assessment will be required. If a
hydrological assessment reveals specific characteristics
such as a risk of an underlying aquifer being breached this
should be taken into account.

Site Reference: MJP23 Jackdaw Crag, Stutton
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposed extension to existing quarry. Possible restoration:
unknown at present but likely to be low level restoration
similar to adjacent existing quarry. Proposed life of site is
unknown (though south area is 10 years).
Extraction of Magnesian limestone
Less vulnerable.
Site is in Flood Zone 1. There is only one very small area of
1/1000 year surface water flooding across the 2 blocks.
Overall surface water flooding would inevitably change
distribution as levels change. No historic flooding.
This site lies across two km squares where less than 25% of
the area has conditions that might support ‘clearwater’
groundwater flooding. This means the site is in an area
where groundwater flooding happens in a minority of
locations mainly from consolidated aquifers.
A 2009 planning application40 at the adjacent part of this site
has shown that extraction could breach the underlying
aquifer, but that it was possible to keep the finished floor
level above the highest groundwater levels beneath the
quarry, which would make the risk of flooding insignificant.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change
Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

No other forms of flooding are noted.
6.0ha (south) + 6.2ha (east) so total: 12.2ha
Selby
N/a

N/a
The location of this site in Flood Zone 1 and the low risk
presented by other flood sources means that it is at a very
low risk of flooding from surface sources. Pass.
No
Extending this site to other areas adjacent to the original site
would only increase the overall risk. Other Magnesian
limestone sites within 10km (MJP53, MJP58, MJP31) are at
a broadly similar level of flood risk.
A suitable scheme will be required to drain or store water
from the site that does not increase flooding on any receiving
water body.
A site specific flood risk assessment will be required. If a
hydrological assessment reveals specific characteristics
such as a risk of an underlying aquifer being breached this
should be taken into account.

40

Darrington Quarries Ltd, 2009. Southern extension to Jackdaw Crag Quarry: Planning Supporting Statement

Site Reference: MJP31 Old London Road, Stutton (recycling)
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposed new limestone extraction site as an extension to a
former quarry and import of construction and excavation
waste for use in forming restoration landform. The stone will
be removed to 15.2 metres AOD from a surface level of 57
metres AOD. Proposed life of site is 11 years from 2017, but
infilling starts in 2019. Restoration to pasture and woodland
in a ‘bowl’ shape.
Extraction of Magnesian limestone
A mixture of less vulnerable and more vulnerable41 uses.
Site is in Flood Zone 1. No surface water or fluvial flooding
affects this site. No historic flood events are noted.
This site lies within a km square where less than 25% of the
area has conditions that might support ‘clearwater’ and
‘superficial deposit’ groundwater flooding. This means the
site is in an area where groundwater flooding happens in a
minority of locations from both consolidated aquifers and drift
deposits such as clay or floodplain deposits such as sand
and gravel.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change
Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

In terms of groundwater flooding there is no historical data
available at this site, though given other sites close by are
thought to be close to the aquifer this could be a risk.
However, limestone quarries where groundwater flooding
does occur generally routinely manage that flooding through
dewatering, so there would be little risk to workers. However,
any receiving water body (if water is not recharged to the
aquifer) could have an increased flood risk so measures may
be needed to avoid this risk.
9 ha
Selby
N/a

Climate change would not affect flooding at this site.
The location of this site in Flood Zone 1 and the low risk
presented by other flood sources means that it is at a very
low risk of flooding from surface sources. Pass.
N/a
There are 3 Magnesian limestone sites within 10km (MJP23,
MJP58 and MJP53). All of these sites are at a broadly
similar level of flood risk.
A suitable scheme will be required to drain or store water
from the site that does not increase flooding on any receiving
water body. SUDS should be considered where appropriate.
A site specific flood risk assessment will be required. If a
hydrological assessment reveals specific characteristics

41

Importation of material to restore the site is considered equivalent to landfill

such as a risk of an underlying aquifer being breached this
should be taken into account.

Site Reference: MJP53 Land to the North of Old London Road Quarry, Stutton
Site Information

Proposed Land Use

NPPF Vulnerability
Classification
Overview of flooding

Proposed new quarry to north-west of former quarry which
will involve extraction plus importation of construction waste
for restoration purposes. Restoration: No detailed design yet,
but restoration would be to a bowl shape with pasture in the
base of the bowl, and with the sloping sides formed from
imported material (which would be restored to grassland and
woodland). Proposed life of site is 20 years for extraction
phase.
Extraction of Magnesian limestone and import of
construction and excavation waste for use in forming
proposed restoration landform.
A mixture of less vulnerable and more vulnerable42 uses
No surface water or fluvial flooding affects this site. No
historic records of flooding.
The eastern half of this site lies within a km square where
less than 25% of the area has conditions that might support
‘clearwater’ and ‘superficial deposit’ groundwater flooding.
This means the site is in an area where groundwater
flooding happens in a minority of locations from both
consolidated aquifers and drift deposits such as clay or
floodplain deposits such as sand and gravel.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change
Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

In terms of groundwater flooding there is no historical data
available at this site, though given other sites close by are
thought to be close to the aquifer this could be a risk.
However, limestone quarries where groundwater flooding
does occur generally routinely manage that flooding through
dewatering, so there would be little risk to workers. However,
any receiving water body (if water is not recharged to the
aquifer) could have an increased flood risk so measures may
be needed to avoid this risk.
18 ha
Selby
N/a

Climate change would not affect flooding at this site.
The location of this site in Flood Zone 1 and the low risk
presented by other surface flood sources means that it is at
a very low risk of flooding from surface sources. Pass.
N/a
There are 3 Magnesian limestone sites within 10km (MJP31,
MJP58 and MJP23). All of these sites are at a broadly
similar level of flood risk.
A suitable scheme will be required to drain or store water
from the site that does not increase flooding on any receiving
water body. SUDS should be considered where appropriate.
A site specific flood risk assessment will be required. If a
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Importation of material to restore the site is considered equivalent to landfill

hydrological assessment reveals specific characteristics
such as a risk of an underlying aquifer being breached or
this should be taken into account.

Site Reference: MJP58 Old London Road, Stutton (recycling)
Site Information

Proposed Land Use

NPPF Vulnerability
Classification
Overview of flooding

Site is former quarry from which further limestone would be
extracted and the area would be used for secondary
aggregate recycling and restored using imported materials.
Site to north-east proposed for extraction (MJP31) by same
submitter. Restoration: site to be restored to pasture and
woodland using imported materials (300,000 tonnes) by
grading into slopes to meet the original ground levels on the
west, north and east sides of the site. Proposed life of site –
until 2022
Extraction of Magnesian limestone, secondary aggregate
recycling, storage of mineral fines and partial infilling with
imported mineral fines material.
A mixture of less vulnerable and more vulnerable43 uses.
A small part of the southern part of this site lies within Flood
Zone 3 and, being at a 1 in 20 flood risk, is also functional
floodplain (3b). This same area is broadly coincidental with
areas of historic flooding identified on the Environment
Agency’s Historic Flood Map. If the quarried area were to
overlap with this area a potential risk is that flood water could
flow into the site.
This site lies within a km square where less than 25% of the
area has conditions that might support ‘clearwater’ and
‘superficial deposit’ groundwater flooding. This means the
site is in an area where groundwater flooding happens in a
minority of locations from both consolidated aquifers and drift
deposits such as clay or floodplain deposits such as sand
and gravel.
In terms of groundwater flooding there is no historical data
available at this site, though given other sites close by are
thought to be close to the aquifer this could be a risk.
However, limestone quarries where groundwater flooding
does occur generally routinely manage that flooding through
dewatering, so there would be little risk to workers. However,
any receiving water body (if water is not recharged to the
aquifer) could have an increased flood risk so measures may
be needed to avoid this risk.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

43

3 ha
Selby
A small part of the southern part of this site lies within an
area of 1 in 20 flood risk that is also shown in Selby District
Council’s Level 1 SFRA as functional floodplain (3b)44
As this site is has a proposed end date of 2022 climate
change related flooding will not significantly increase present

Importation of material to restore the site is considered equivalent to landfill
Selby District Council. Selby Strategic Flood Risk Assessment: District Flood Map [URL:
http://www.selby.gov.uk/sites/default/files/Documents/081125_Map_District_Wide_Risk_SFRA.pdf ]
44

Sequential Test result
Exception Test Needed

Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

levels of flood risk at the site.
Pass (if the area of Flood Zone 3 is avoided, or else pursue
MJP31/53 or 23 ahead of this site).
If the quarry excavation or machinery, vehicles, equipment,
buildings or fuel stores are to be located in the area
identified as Flood Zone 3b an exception test will be
required. If this area is avoided then this site can proceed
without an exception test.
There are 3 Magnesian limestone sites within 10km (MJP31,
MJP53 and MJP23). Although this site has an area within
Flood Zone 3 / potential 3b, this area constitutes only about
5% of the area of the site and could be avoided. Discounting
the area of potential Flood Zone 3b shows that potential
alternative sites have a broadly similar level of flood risk.
A suitable scheme will be required to drain or store water
from the site that does not increase flooding on any receiving
water body.
A site specific flood risk assessment will be required. If a
hydrological assessment reveals specific characteristics
such as a risk of an underlying aquifer being breached this
should be taken into account. This assessment should also
establish an appropriate standoff between the quarry
excavation and the area of flood zone 3a / potential 3b. This
is particularly relevant as the use of imported material to
restore the site is considered to be in the same category of
vulnerability as landfill (which is not allowed in functional
floodplain)
Machinery, vehicles, equipment, buildings, or fuel stores
should not be located in the area identified as potential Flood
Zone 3b plus an appropriate standoff unless this site can
pass an exception test.
There may be some potential to utilise the land in Flood
Zone 3 / 3a as a small area of flood storage.
All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

Site Reference: WJP04 Old London Road Quarry, Stutton
Site Information

Proposed Land Use

NPPF Vulnerability
Classification
Overview of flooding

Current use is two former quarries. Various proposed uses:
 Extraction of Magnesian limestone if site MJP31
developed;
 Temporary storage of mineral fines if sites MJP31 and
MJP53 developed; and
Recycling of waste from construction industry and landfill in
WJP04 (to east and west of Old London Road) areas
irrespective of development of sites MJP31 and MJP53.
Proposed life of site:
 If MJP31 and MJP53 areas area not allocated and
developed for mineral extraction: 2022 for WJP04 (west)
and 2024 for WJP04 (east)
 If MJP31 and MJP53 are allocated and developed for
minerals extraction, then: 2022 for WJP04 (west) and
2046 for WJP04 (east)
Extraction of Magnesian limestone, temporary storage of
mineral fines, and recycling of construction industry waste
and landfill
Extraction of minerals, storage of fines and recycling is ‘less
vulnerable’. Landfill would be ‘more vulnerable’.
No surface water flooding affects this site. Functional
floodplain (3b) and Flood Zone 3a runs along the site’s
southern boundary. Flood Zone 2 affects a small area (circa
5%) of the southern part of the eastern site. Most of the site
is in Flood Zone 1. Historic flooding is co-incident with Flood
Zone 2.
This site lies within a km square where less than 25% of the
area has conditions that might support ‘clearwater’ and
‘superficial deposit’ groundwater flooding. This means the
site is in an area where groundwater flooding happens in a
minority of locations from both consolidated aquifers and drift
deposits such as clay or floodplain deposits such as sand
and gravel.
In terms of groundwater flooding there is no historical data
available at this site, though given other sites close by are
thought to be close to the aquifer this could be a risk. A
Flood Risk Assessment will need to establish the
groundwater flooding risk.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

Climate change

14.8 ha
Selby
Functional floodplain as defined by 1/20 flood risk (potential
3b in this SFRA) comes very close to the site boundary.
Selby SFRA also shows functional floodplain bordering the
site with what appears to be a very slight / negligible (less
than 0.5%) overlap with boundary).
If MJP31 and MJP53 areas area are not allocated and
developed for mineral extraction then the latest this site
would operate would be until 2024. Flood risk would not
increase due to climate change during this period.

Sequential Test result

If MJP31 and MJP53 are allocated and developed for
minerals extraction then the eastern part of the site would
operate until 2046. From 2025 to 2046 the area of this site
currently shown as Flood Zone 2 should be considered as
Flood Zone 3.
Landfill would not be suitable in the area identified as Flood
potential Flood Zone 3b (unless a detailed Flood Risk
Assessment could demonstrate that the area is not
functional floodplain) and a suitable area of standoff should
be determined. Exception testing would also be required if
the area currently identified as Zone 2 includes development
that would endure beyond 2025.
However, the area of 3a/3b is only confined to a very small /
negligible part of the site (i.e. the boundary). If an
appropriate standoff were applied landfill (from a flood risk
perspective) could be suitable in the wider site, 95% of which
is in Flood Zone 1.
There are no suitable alternative sites with a lower level of
flood risk.

Exception Test Needed

Is there an alternative site?

Groundwater flood risk will need to be established at this
site.
An exception test would be needed only if landfill extends
into Flood Zone 3b, or recycling development extends into
Flood Zone 3b (see ‘sequential test result’ above).
There are 3 Magnesian limestone sites within 10km (MJP31,
MJP53 and MJP23) all with a similar level of flood risk.
Although this site has an area within Flood Zone 3 / potential
3b this area constitutes a negligible part of the area and
could be avoided.
In terms of waste sites, there are none within 10km.
However, some potential additional sites have also been
identified as part of the evidence gathering of the plan45. Of
those suitable for recycling / landfill only SEL12 lies within
10km, which has been identified for ‘processing of
recyclables’. However, most of that site lies in Flood Zone 2
(which would represent a higher flood risk than the Flood
Zone 1 that covers 95% of this site).

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

45

A suitable scheme will be required to drain or store clean
water from the site that does not increase flooding on any
receiving water body. Foul water (if applicable) will need to
be managed via an environmental permit. Opportunities to
integrate SUDS should be explored.

These sites were identified in North Yorkshire County Council, North York Moors National Park and City of
York Council, 2015. Identification of potential locations for waste management facilities [URL:
http://www.northyorks.gov.uk/media/32597/Identification-of-potential-locations-for-waste-managementfacilities-Jul-2015/pdf/Identification_of_potential_locations_for_waste_management_facilities_(Jul_2015).pdf
]

The area of Flood Zone 2 should not be landfilled without an
exception test being passed, while the area of Flood Zone
3a / potential 3b should be avoided for landfill and a suitable
standoff applied (supported by a flood risk assessment).
Recycling operations should not be pursued in Flood Zone
3b (and an area of standoff).
Groundwater flood risk will need to be established at this site
through a site specific flood risk assessment.
All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

Site Reference: MJP22 Hensall Quarry
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposed extension to existing quarry. Possible restoration
is low level agriculture similar to scheme for adjacent
existing quarry. Proposed life: 16 years plus restoration,
commencing in 2025.
Extraction of Sand
Water compatible
Approximately 85% of this site lies in Flood Zone 3
according to the Flood Map. However, the area also lies
behind an area identified as benefitting from flood defences
to the east (though the standard of protection of these
defences is not known) and flooding may be possible from
the north. This does however suggest that the Flood Zone 3
risk is at the lower end or the scale of risk, given that
connected Flood Zone 3 closer to the river benefits from
flood defences.
Two small areas of surface water flooding also affect the
site. One is confined to a drain in the north east corner and
includes an area of high risk. Another is in the south-east
corner. Together they affect around 5% of the site. No
historic flooding is noted.
This site lies across two km squares where less than 25% of
the area has conditions that might support ‘clearwater’
groundwater flooding. This means the site is in an area
where groundwater flooding happens in a minority of
locations mainly from consolidated aquifers (rather than
superficial deposits like sand).
According to the 2012 planning statement for a neighbouring
part of this site groundwater levels are around -1m AOD. For
that part of the site at least, where extraction is to -0.5 AOD
“although flooding from a rising groundwater table is a
possibility at the site, it is considered unlikely because of a
small seasonal variation in groundwater levels of around
0.2m and a long term decline in groundwater levels probably
caused by groundwater extraction”46. It is assumed that a
similar level of risk could also be present at this site, though
this is dependent on the levels of extraction, and the
underlying water table, which should be further investigated.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
46

4.3 ha
Selby
Most of the site is identified as functional floodplain (3b) in
the Selby SFRA. However, 1 in 20 year flood data is not
available for this area.

Darrington Quarries Ltd, 2012. Hensall Sand Quarry, Planning application for the importation of compost,
mixing of compost and sand, stockpiling and exportation of soil material at Hensall Sand Quarry: Planning
Statement (August 2012) [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=8600 ]

Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Site is currently in Flood Zone 3 and it is likely that it will
remain as Flood Zone 3 after 2025 (though depth / risk of
flooding could further increase).
Sand and gravel extraction is water compatible
development. MJP44 and MJP54 should be considered
ahead of this site in terms of priority, subject to other
planning constraints.
No
This site is an extension to an existing quarry. Much of the
land around the quarry is likely to be at a similar level of
flood risk or is constrained by other development. The only
additional sand sites within 10 km are MJP44 and MJP54
which both have a lower level of flood risk and would be
preferable to this site in terms of flood risk. However, the
Plan identifies that more resources of building sand are
needed and the site is required to help meet this need. No
further alternative sites have been identified.
A suitable scheme will be required to drain or store clean
water from the site that does not increase flooding on any
receiving water body. Opportunities to integrate SUDS
should be explored.
Groundwater flood risk will need to be established at this site
through a site specific flood risk assessment.
A site specific flood risk assessment should also include a
flood evacuation plan due to the presence of Flood Zone 3.
All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

Site Reference: MJP44 Land between Plasmor Block making plant, Great Heck
and Pollington Airfield
Site Information
Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposed new extraction site adjacent to a former quarry.
Possible restoration to low level agriculture.
Extraction of building sand. Proposed life of site:
Commence within 5 years and 22 year life.
Water compatible
Only a very small area is affected by surface water flooding
(>2%) and only at a 1 in 1000 year return rate. No fluvial
flooding affects the site (site is in Flood Zone 1). No historic
flooding is noted.
This site lies across two km squares where less than 25% of
the area has conditions that might support ‘clearwater’
groundwater flooding. This means the site is in an area
where groundwater flooding happens in a minority of
locations mainly from consolidated aquifers (rather than
superficial deposits like sand).

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change
Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk
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The planning application for a biomass processing plant at
the site immediately to the west of this one stated that ‘The
Environment Agency advised that the aquifer level in this
area is -12.0m AOD (20m below ground level)’. Additionally,
boreholes to 13m in that application were dry47. This is
unlikely to present a significant issue for a water compatible
development, even if it were to go below the water table.
8.16 ha
Selby
N/a

Unlikely to significantly affect this site.
Pass. Site is in Flood Zone 1 and other forms of flood risk
are insignificant.
No
As this site has a very low level of flood risk seeking
alternative sites would be unreasonable. In any case, this
site has the lowest flood risk when compared to the only
other two sand sites within 10km (MJP54 and MJP22).
A site specific flood risk assessment will be required.
Opportunities to integrate SUDS should be explored.

Ethical Partnership, 2009. Planning application for the extension of the biomass and wood fuel processing
plant, Pollington Airfield, Selby: Supporting Statement.

Site Reference: MJP54: Mill Balk Quarry, Great Heck
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposed extension to depth of extraction within existing
quarry. Current quarry approved restoration scheme is short
rotation coppice in base of quarry and grassed perimeter
slopes (but currently being reviewed as a water-based
restoration may be necessary given the current site
circumstances). Proposed life of site: currently the quarry is
permitted to 2042 but life of this site likely to be shorter
(commencement would be prior to 2030).
Extraction of sand
Water compatible.
This site is in Flood Zone 1. About 10% of site is prone to
surface water flooding. Of this <5% is medium (1/100) risk or
greater. Surface water distribution is likely to change during
extraction. No historic flooding is noted.
This site lies across two km squares where less than 25% of
the area has conditions that might support ‘clearwater’
groundwater flooding. This means the site is in an area
where groundwater flooding happens in a minority of
locations mainly from consolidated aquifers (rather than
superficial deposits like sand).

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?

48

A recent request for a scoping opinion NY/2013/0262/SCO
at the same site has investigated groundwater levels at the
site and found them to be at between – 3m and – 4m AOD.
However, that same case highlighted that these levels were
unusually high and thought to be the result of a local
cessation in groundwater pumping48. The deepening of this
quarry may potentially (depending on depth planned) dip
below this level. However extraction of sand is a water
compatible use.
10.3 ha
Selby
N/a

As this site would last until 2030, any additional risk from
climate change impacts on surface water flooding is thought
not to be significant.
Pass. However, MJP44 should be considered alongside
MJP54 subject to other planning constraints. However, the
Plan identifies that more resources of building sand are
needed and the site is required to help meet this need. No
further alternative sites have been identified.
N/a
MJP54 and MJP22 are both within 10 km. This site is
preferable to MJP22 in terms of flood risk, but is slightly
more vulnerable than MJP44 due to the surface water flood
risk.

MJCA, 2013. Letter to North Yorkshire County Council, dated 8 November 2013 [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=8972 ]

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

A suitable scheme will be required to drain or store clean
water from the site that does not increase flooding on any
receiving water body. Opportunities to integrate SUDS
should be explored.
Groundwater flood risk will need to be established at this site
through a site specific flood risk assessment.

Site Reference: MJP09 Barlby Road, Selby
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Current lifespan of facility tied to life of adjacent asphalt plant
but no set end-date (possibly 30 years). No restoration
proposed
Retention of rail and road freight distribution facility including
handling
Less vulnerable
This site is entirely within Flood Zone 3 due to fluvial and
tidal flood risk. However, the flood zones do not
acknowledge the presence and influence of flood defences
and the River Ouse Modelled Flood Outline indicates the
area is defended to at least a 1 in 25 year standard of
protection. This site is entirely contained within an area
benefitting from flood defences.
Surface water flooding also affects the site in patches of low
to high risk spread throughout the site (but covering less
than 10% of its area). About 5% of the site is at high risk of
surface water flooding. No historic flooding is noted.
No local groundwater flooding data is available. According to
the Environment Agency ‘areas susceptible to surface water
flooding’ map most of this site lies in 2 km squares where
more than 75% of the area has conditions that might support
‘clearwater’ groundwater flooding. This means the site is in
an area where groundwater flooding happens in a relatively
high proportion of locations mainly from consolidated
aquifers (rather than superficial deposits like sand), subject
to local conditions. A small portion of the southern part of
this site lies in an area of 25 – 50% vulnerability to
clearwater flooding, and another small area of 50 to 75%
vulnerability to clearwater flooding.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

25 ha
Selby
Site is in area defined as Flood zone 3, but not defined as
functional floodplain (3b) in the Selby SFRA. The site does
not show up as possible functional floodplain based on 1 in
20 flood modelling and would be excluded in any case due
to the presence of a flood defence.

Climate change

This site is already almost entirely in Flood Zone 3. Flood
events may after 2025 be deeper and more frequent as sea
level rise and increased fluvial flood risk begins to take
effect. The standard of protection associated with the flood
defence is not known (though is clearly at an appropriate
level to establish the area behind the flood defence as an
‘area benefitting from flood defences’.

Sequential Test result

After 2055 areas of medium risk (1/100 yr) of surface water
flooding may become high risk (1/30 yr) and low risk areas
may become medium risk.
Pass. Although flooding would be a significant problem in

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

this area, the site lies adjacent to a flood defence that at
least protects the site from present day fluvial / tidal flood
risk, though groundwater flooding may still occur. In addition,
there are no reasonable alternatives to this existing site.
No
This site is an existing rail freight terminal that will be
safeguarded through the plan. The nearest alternative rail
freight terminal that would deal with aggregate minerals is at
Great Heck (Plasmor / Tarmac)49 around 11 km south and
on different lines. This is not seen as a realistic alternative
proposition as minerals transport to a more distant terminal
would be less economic and the site does not contain the
infrastructure needed to replace the uses at the Barlby Road
site. It is also desirable from a sustainability perspective to
transport minerals by rail.
A site specific flood risk assessment will be required should
any planning applications come forward at this site. This
should address the issues of draining surface water without
causing additional flood risk (SUDS may well be desirable).
It should also establish the standard of protection of the
adjacent flood defence, calculate the specific risk from tidal
and fluvial flooding taking account of climate change and
include an emergency plan for the site in case of defence
overtopping by tidal or fluvial flooding.
Groundwater flooding may also be a risk at this site. This
should be investigated and suitably mitigated through design
of buildings etc.
All sites in functional flood plain must: remain operational
and safe for users in times of flood; result in no net loss of
floodplain storage; not impede water flows and not increase
flood risk elsewhere.

49

Yorkshire and Humber Aggregates Working Party, 2009. Annual Report [URL:
https://www.gov.uk/government/uploads/system/uploads/attachment_data/file/6309/1916910.pdf ]

Site Reference: MJP24 Darrington Quarry processing plant site and haul road
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposal is for use of a plant site in NYCC area for
processing of Magnesian limestone extracted in Wakefield
Council area. Possible restoration: Unknown at present.
Extraction in Wakefield area currently permitted until 2028
Retention of plant site and haul road for processing of
Magnesian limestone
Less vulnerable
Site is in Flood Zone 1. About 10% of this site is prone to
surface water flooding, medium and high risk surface water
flooding covers less than 5% of the site. This form of flood
risk is spread across the site, though affects the access road
in particular.
The vast majority of this site lies across one km square
where less than 25% of the area has conditions that might
support ‘clearwater’ groundwater flooding. This means the
site is in an area where groundwater flooding happens in a
minority of locations mainly from consolidated aquifers. A
tiny proportion of the access road falls between two km
squares with the same groundwater flood susceptibility as
the main area of the site.
Groundwater levels at the adjacent Darrington East quarry
site were considered to be below the proposed base of the
restored quarry (13m AOD) in an application submitted in
200350 though no other local data is available through the
North Yorkshire planning website.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change
Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk
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10.4 ha
Selby
N/a

Not applicable as site is vulnerable to surface water flooding
which does not increase its risk value until after 2055.
Pass – this site is linked to an existing quarry and in Flood
Zone 1.
No
This site is to retain a plant that is tied to an existing quarry.
It would be unreasonable to disassociate the plant site from
the linked quarry, and to move it elsewhere in the immediate
vicinity of the site would only result in an equivalent level of
flood risk.
A site specific flood risk assessment will be required. This
should address the issues of draining surface water without
causing additional flood risk (SUDS should be investigated).

North Yorkshire County Council Planning and Regulatory Affairs Committee. 2003. Proposed northern
extension to mineral working and revisions to existing working and restoration proposals as Darrington Quarry,
Criddling Stubbs.

Site Reference: MJP27 Darrington Quarry (recycling)
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposal for inert waste facility would be on the same site as
MJP24. Proposed life of site: At least 2028. Restoration
unknown.
Recycling of inert waste
Less vulnerable
Site is in Flood Zone 1. About 10% of this site is prone to
surface water flooding. Medium and high risk surface water
flooding covers less than 5% of the site. This form of flood
risk is spread across the site, though affects the access road
in particular.
The vast majority of this site lies across one km square
where less than 25% of the area has conditions that might
support ‘clearwater’ groundwater flooding. This means the
site is in an area where groundwater flooding happens in a
minority of locations mainly from consolidated aquifers. A
tiny proportion of the access road falls between two km
squares with the same groundwater flood susceptibility as
the main area of the site.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change
Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk
51

Groundwater levels at the adjacent Darrington East quarry
site were considered to be below the proposed base of the
restored quarry (13m AOD) in an application submitted in
200351 though no other local data is available through the
planning record.
10.4 ha
Selby
N/a

Not applicable as site is vulnerable to surface water flooding
which does not increase its risk value until after 2055.
This site is in Flood Zone 1 and other forms of flooding are
relatively small scale and manageable. There are no
reasonable alternative sites.
No
Within 10km the only other allocation proposing to recycle
inert waste is WJP10. This is at a broadly similar level of
flood risk. Of the sites identified in the Plan’s evidence
base52, all are over 10km away so are likely to serve different
markets to an extent.

A site specific flood risk assessment will be required. This
should address the issues of draining clean surface water
without causing additional flood risk (SUDS should be

ibid
These sites were identified in North Yorkshire County Council, North York Moors National Park and City of
York Council, 2015. Identification of potential locations for waste management facilities [URL:
http://www.northyorks.gov.uk/media/32597/Identification-of-potential-locations-for-waste-managementfacilities-Jul-2015/pdf/Identification_of_potential_locations_for_waste_management_facilities_(Jul_2015).pdf
52

investigated).

Site Reference: MJP26 Barnsdale Bar, near Kirk Smeaton (recycling)
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Proposal to recycle inert waste on a site where the current
uses include a quarry, former landfill site and an inert
recycling facility. Possible restoration: unknown at present.
The operator is seeking flexibility to locate the recycling
facility within the site in order that it is close to areas
undergoing restoration at the time. Proposed life of site is
throughout plan period.
Recycling of inert waste to produce secondary aggregate.
Less vulnerable
Site is in Flood Zone 1. Western part of site is prone to
surface water flooding though only around 10 to 15 per cent
of this is medium risk or higher. A much smaller proportion of
the eastern site suffers from any level of surface water flood
risk with less than 5% at medium to high risk of surface
water flooding. Changing quarry contours may mean that the
positioning of surface water flooding varies considerably
from the Environment Agency maps. No historic flooding is
noted.
This site lies across two km squares where less than 25% of
the area has conditions that might support ‘clearwater’
groundwater flooding. This means the site is in an area
where groundwater flooding happens in a minority of
locations mainly from consolidated aquifers.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?
53

According to a recent hydrological assessment for an
adjacent part of the quarry, mineral workings in the past
have been maintained approximately 2 m above the
maximum recorded groundwater levels. However there is a
north east gradient, with the highest levels being recorded at
the north east of this site (though in this site at least
groundwater has remained unaffected by quarrying)53.
45.6 ha
Selby
N/a

It is unclear if this operation would operate beyond the plan
period. In terms of the plan period, the surface water flooding
which may occur would not be significantly affected by
climate change.
Pass. Although there may be some surface water flood risk,
the site is ‘less vulnerable’ and there are no reasonable
alternative sites.
No
This site submission is for permission to move a recycling

FCC Environment, 2014. Proposed Extension of Barnsdale Bar Quarry: Hydrological and Hydrogeological
Assessment [URL: https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=9532 ]

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

plant around the quarry site close to areas being restored.
As this is at least in part for the purpose of facilitating
restoration it would be unreasonable to perform this
operation at a different site.
A site specific flood risk assessment will be required. This
should address the issues of draining clean surface water
without causing additional flood risk.

Site Reference: WJP10 Went Edge Quarry recycling, near Kirk Smeaton
Site Information

Proposed Land Use

NPPF Vulnerability
Classification
Overview of flooding

This proposed recycling plant is part of existing quarry.
Restoration: A long-term restoration showing relocation of
the industrial estate (which would require planning
permission) to quarry floor with remainder of quarry floor to
be restored to limestone grassland / trees. Proposed life of
site is permanent.
Recycling of construction and demolition waste for
secondary aggregate
Less vulnerable
This site is in Flood Zone 1. It is affected by small patches of
surface water flooding across the site (mostly low risk, very
small area of high risk).
This site lies across two km squares where less than 25% of
the area has conditions that might support ‘clearwater’
groundwater flooding. This means the site is in an area
where groundwater flooding happens in a minority of
locations mainly from consolidated aquifers.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?

54

A 2006 Committee Report for a planning application for
extraction at this site referred to the Environment Agency’s
confirmation that the water table was significantly below the
base of the site54. More recently, according to a recent 2014
planning application for another part of the quarry
immediately adjacent to the south, the quarry floor, at 20m
AOD, is still 6 metres above the water table measured at its
highest point (14m AOD)55.
Not specified
Selby
No

Assuming the industrial estate will still be in place in 2055
surface water flooding may increase under climate change,
with low risk flooding assumed to be medium risk, and
medium risk flooding assumed to be high risk.
This site is in Flood Zone 1 and at very low risk of surface
water flooding. Site MJP27 has been considered as a
potential alternative and found to be at a broadly similar level
of flood risk. Pass.
No
Site MJP27 has been considered as a potential alternative

North Yorkshire County Council, 2006. Planning and Regulatory Affairs Committee 29 August 2006: Proposed
extraction of limestone from areas 1 and 2 to stabilise the quarry face at Went Edge Quarry, Kirk Smeaton by
Meakin Properties.
55
Cromwell Mining Consultants. 2014. Environmental Statement. Went Edge Area 4 [URL:
https://onlineplanningregister.northyorks.gov.uk/register/PlanAppDisp.aspx?recno=9255 ]

and found to be at a broadly similar level of flood risk. Of the
sites identified in the Plan’s evidence base56, all are over
10km away so are likely to serve different markets to an
extent.

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

56

There are no other proposals to place an industrial estate in
a quarry within 10km.
A site specific flood risk assessment will be required. This
should address the issues of draining clean surface water
without causing additional flood risk. SUDS could be used
for draining / storing clean (non-foul) water. SUDS would
integrate well with the wider restoration to biodiversity.

See in North Yorkshire County Council, North York Moors National Park and City of York Council, 2015.

Site Reference: WJP16: Common Lane Burn
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

This transfer facility is on a former airfield and is adjacent to
an existing waste recycling operation. It has a proposed life
of 15 to 20 years.
Bulking and transfer of municipal and commercial waste.
Less vulnerable
Around 90 per cent of this site is in Flood Zone 2. The
reminder of the site is in Flood Zone 1. There are also very
small patches of surface water flooding (mostly low risk,
negligible medium risk). No historic flood risk is noted.
This site lies in one km square where less than 25% of the
area has conditions that might support ‘clearwater’
groundwater flooding. This means the site is in an area
where groundwater flooding happens in a minority of
locations mainly from consolidated aquifers.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

1.42 ha
Selby
N/a

No climate change modelling is available, however, the
SFRA methodology assumes that after 2025 Flood Zone 2
should be considered as Flood Zone 3. However, given that
this site is at the outer edge of Flood Zone 2 this is thought
to be very precautionary (so further work will be need to
establish flood risk under climate change through a site
specific FRA).
Pass. Although this site is in Flood Zone 2, it is less
vulnerable and there are no alternative sites.
No
A need for a transfer station to serve the Selby area has
been identified in the Plan. No further transfer stations have
been submitted within 10km.
A site specific flood risk assessment will be required. This
should address the issues of draining clean surface water
without causing additional flood risk. SUDS could be used
for draining / storing clean (non-foul) water.

Site Reference: WJP06 Land adjacent to former Escrick brickworks, Escrick
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

This site is proposed as new landfill for restoration following
proposed extraction of clay (MJP55). Possible restoration:
Agriculture at original ground levels. Proposed life of site is
21.5 years.
Landfill of inert waste for restoration of proposed clay
extraction site
More vulnerable
About a third of this site lies in Flood Zone 2, while smaller
areas (around 10%) are prone to mainly low risk surface
water flooding (less than 2% high probability). The rest of
this site lies in Flood Zone 1. There are no historic flooding
records.
The southern part of this site lies within a series of three 1
km squares where more than 75% of their area has
conditions which support ‘clearwater’ flooding. Although this
is a higher risk area, flooding occurs mainly from
consolidated aquifers (rather than superficial deposits like
clay). The northern part of the site lies within 2 km squares
where the proportion of the area which may support ‘clear
water’ flooding is less than 25%.
As a former clay site in a clear water flooding area the site’s
vulnerability to groundwater flow is likely to be negligible57.
Therefore groundwater flooding is unlikely to cause any
significant problems.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

59 ha
Selby
N/a

No 1 in 20 modelling is available, however, the SFRA
methodology assumes that after 2025 Flood Zone 2 should
be considered as Flood Zone 3 in areas where there is no 1
in 20 modelling data.
However, present day Flood Zone 3 in the vicinity of the site
is shown as being contained within an area benefiting from a
flood defence with a design standard of 1 in 25 year flooding.
Given that the Flood Zones in this area are at the upper
reaches of the potentially flooded area and away from the
main river climate change effects on Flood Risk at this site
seem unlikely during the lifetime of the site.

Sequential Test result
57

Surface water flooding would also be more severe under
climate change, but this is unlikely to affect this site as in this
SFRA methodology its effect would be seen after 2055.
Assuming that climate change has no medium term impact

https://www.gov.uk/government/uploads/system/uploads/attachment_data/file/290396/sp2-173-tr-2-ee.pdf

Exception Test Needed

Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

on this site, this site should pass the sequential test.
However, there remains a small amount of uncertainty over
the south-western corner / southern block of this site that
should be investigated in a site specific flood risk
assessment. Should climate change affect that area it will be
advisable to avoid that part of the site, or otherwise subject
the site to an exception test.
As the landfilling of this site is associated with restoration it
would be unreasonable to seek an alternative site
elsewhere.
As the landfilling of this site is associated with restoration it
would be unreasonable to seek an alternative site
elsewhere.
A site specific flood risk assessment will be required which
should model the impact of climate change on fluvial flooding
at this site to remove any doubt that it may be affected by
climate change. This should address the issues of draining
clean surface water without causing additional flood risk.
Foul water will need to be dealt with via an environmental
permit.

Site Reference: WJP21 Brotherton Quarry, Burton Salmon
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

This proposal would extend the area of proposed import of
materials for restoration to include the western part of the
Brotherton Quarry site. Potential need for circa 400,000
tonnes of inert material in total to restore the site.
Restoration to agriculture. Proposed life of site is unknown at
present.
Import of inert waste for restoration purposes
More vulnerable
Site is in Flood Zone 1. A few small patches of high risk
surface water flooding affect less than 2% of the site. Slightly
larger areas of medium and low risk surface water flooding
are also found. In total surface water flooding affects around
5% of the site. There are no historic flooding record for this
site.
More than half of the site lies in one km square where less
than 25% of the area has conditions that might support
‘clearwater’ groundwater flooding. This means the site is in
an area where groundwater flooding happens in a minority of
locations mainly from consolidated aquifers.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change

Sequential Test result

Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

20.5 ha
Selby
N/a

Should this site last beyond 2055 medium (1/100yr) risk
surface water flooding should be considered high risk, and
low risk should be considered medium risk.
Pass. There are no reasonable alternatives to this site as it
is proposed for the purpose of restoring an extant site. It lies
in an area of relatively low flood risk from all types of
flooding.
N/a
As the filling of this site is required for restoration purposes it
would be unreasonable to seek an alternative site
elsewhere.
A site specific flood risk assessment will be required. This
should address the issues of draining clean surface water
without causing additional flood risk. Foul water will need to
be dealt with via an environmental permit.

Site Reference: WJP22 Land on former Pollington Airfield
Site Information

Proposed Land Use

NPPF Vulnerability
Classification
Overview of flooding

This site currently includes a processing plant to create
wood biomass fuel (current), a processing plant to create
waste wood pellets and a current biomass energy plant (with
permission, but yet to be built). This proposal crosses the
county boundary. Planning proposal may also include
installation of solar panels with a capacity of approximately
5MW. Propose life of site is until approximately 2040.
-Import of wood for wood pellet production
-Modification to biomass plant permission (reduction to
throughput and output)
-Additional infrastructure associated with wood processing
Less vulnerable
Site is in Flood Zone 1. 2 very small areas of low risk
(1/1000yr) surface water flooding affects this site (circa 1%
of site).
The northern part of this site lies in one km square where
less than 25% of the area has conditions that might support
‘clearwater’ groundwater flooding. This means the site is in
an area where groundwater flooding happens in a minority of
locations mainly from consolidated aquifers. The site will
mostly consist of surface development, so groundwater
flooding shouldn’t be a significant issue.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk
Climate change
Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

27.83
Selby
N/a

N/a
Pass
No
Site is in Flood Zone 1 and surface water flooding is
negligible. There are no alternative wood biomass plants
within 10 km in the Plan Area.
A site specific flood risk assessment will be required. This
should address the issues of draining clean surface water
without causing additional flood risk. Foul water will need to
be dealt with via an environmental permit.

9. Scarborough Sites
Key to Sequential Test Results
Pass
Pass subject to further
consideration of the
site’s contribution to the
supply of minerals.

Site is not suitable or
would require an
Exception Test
demonstrated through a
Level 2 SFRA to
proceed.

Site Reference: MJP49 Metes Lane, Seamer
Site Information

Proposed Land Use
NPPF Vulnerability
Classification
Overview of flooding

Extraction of sand and gravel from a new extraction site.
Estimated start date: 2018. Proposed life of site: 20-25
years. Restoration to some form of agriculture.
Extraction of sand and gravel
Water compatible
Mainly Flood Zone 1. Very small area (<2%) Flood Zone 3 is
present in the south east corner. This area broadly coincides
with a modelled area of 1 in 20 fluvial flood risk. A very small
area of Flood Zone 2 borders the area of Flood Zone 3.
Mostly low risk surface water flooding exists in small patches
across the site (though of course its distribution would
change during extraction) covering <2% of the area and
never rising above medium (1/100) risk.
The site lies across 7 different kilometre squares in the
Environment Agency’s ‘Areas Susceptible to Groundwater
Flooding’ map. Four of these squares show that conditions
that support superficial deposit flooding can be found in
those squares (susceptibility rates vary from less than 25%
to 75% or more of the area of each square) while one square
(north eastern part of the site) shows that ‘clearwater’ and
superficial deposit flooding may be supported. 2 squares
hold no data.

Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

107.8 ha
North East Yorkshire SFRA
The North East Yorkshire SFRA defines functional floodplain
as “all areas within Flood Zone 3 which are located outside
of currently developed sites and are not defended to a
proven standard of protection of at least 5%. This includes
all floodplain areas behind agricultural flood banks”. This
would mean the area of the map currently shown as Flood
Zone 3 should be considered as functional floodplain, with
the area of 1in 20 modelled fluvial flood risk also considered

as potential functional floodplain.

Climate change

After 2025 the small area labelled as ‘possible impact of
climate change’ (on the map below) that borders the area of
Flood Zone 3 should be considered as Flood Zone 3. The
site will not remain operational for long enough for surface
water flooding to be affected by climate change (at least
under the methodology presented in this SFRA).

Sequential Test result
Exception Test Needed
Is there an alternative site?

Pass. This site is water compatible.
No.
There are no alternative proposed sand and gravel sites
within the 10km area of search around this site.
A site specific flood risk assessment should further
investigate the risk of groundwater flooding and should
consider the potential for managing surface water through
the use of SUDS. The management of drainage at the site
must not increase drainage elsewhere. If the area of
functional floodplain is extracted adequate then the flood risk
assessment must consider that all sites in functional flood
plain must: remain operational and safe for users in times of
flood; result in no net loss of floodplain storage; not impede
water flows and not increase flood risk elsewhere.

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

Site Reference: WJP15 Seamer Carr, Eastfield, Scarborough
Site Information
Retained waste management site. Estimated date of
commencement is from 2020 with a proposed life of 15 to 20
years. No details of restoration.
Proposed Land Use
Retention of existing recycling (including treatment, bulking
and transfer), open windrow composting, and energy from
waste (biomass) facilities beyond end of current planning
permissions which are limited to 2020 and new inert waste
screening facility
NPPF Vulnerability
Less vulnerable
Classification
Overview of flooding
Mainly Flood Zone 1. Very small area (<2%) Flood Zone 3 is
present in the south west corner. A very small area of Flood
Zone 2 borders the area of Flood Zone 3.
Mostly low risk surface water flooding exists in small patches
across the site covering <5% of the area and occasionally

rising to high (1/30) risk.
Site lies across 2 different kilometre squares in the
Environment Agency’s ‘Areas Susceptible to Groundwater
Flooding’ map. The northern part is susceptible to clearwater
and superficial deposits (50 to 75% of square is susceptible)
flooding. The southern part is subject to superficial deposits
flooding (<25% of square is susceptible).
Area of site
Relevant Local SFRA
Local Functional
Floodplain or 1 in 20/25
flood risk

Climate change

Sequential Test result
Exception Test Needed
Is there an alternative site?

Site Specific Flood Risk
Assessment Requirement
and Mitigating Flood Risk

35.12 ha
North East Yorkshire SFRA.
The North East Yorkshire SFRA defines functional floodplain
as “all areas within Flood Zone 3 which are located outside
of currently developed sites and are not defended to a
proven standard of protection of at least 5%. This includes
all floodplain areas behind agricultural flood banks”. This
would mean the area of the map currently shown as Flood
Zone 3 should be considered as functional floodplain, with
the area of 1 in 20 modelled fluvial flood risk (that affects a
tiny corner of the site) also considered as potential functional
floodplain.
After 2025 the small area labelled as ‘possible impact of
climate change’ (on the map below) that borders the area of
Flood Zone 3 should be considered as Flood Zone 3. The
site will not remain operational for long enough for surface
water flooding to be affected by climate change (at least
under the methodology presented in this SFRA).
Pass
No
The evidence base to the Joint Plan has identified 2 potential
alternative waste management locations in Scarborough
(SCAR 17 and SCAR25). SCAR 17 has a broadly similar
level of flood risk (if the southwest corner of WJP15 is not
considered) but is a much smaller site in a location distant
from the A64 (important for transfer) while SCAR 25 can also
be discounted as an alternative for the same reasons,
notwithstanding the fact that this is a retained site (so
moving the location of the site may incur considerable risk
that the range of facilities at the site could not be replaced).
Waste management facilities should not be located in the
areas of functional floodplain / potential functional floodplain
unless the site specific flood risk assessment can
demonstrate that they are not in the functional floodplain. A
site specific flood risk assessment should further investigate
the risk of groundwater flooding and should consider the
potential for managing surface water through the use of
SUDS. The management of drainage at the site must not
increase drainage elsewhere.

Contact us
Minerals and Waste Joint Plan Team Planning Services, North Yorkshire County
Council, County Hall, Northallerton, North Yorkshire, DL7 8AH

Tel: 01609 780780

Email: mwjointplan@northyorks.gov.uk

